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Electric Bicycle Safety Checklist 

 
Real world wear and tear, and the need for service will vary with conditions of use. Regular 

inspection and maintenance are key to ensure your bike can function as intended and to 

reduce wear and tear on the system. A professional bicycle mechanic should be consulted if 

you have any doubts about the proper function of the bike. If at any time, you notice a 

reduction in performance or hear any unusual noises during operation of your electric bike, we 

recommend immediately contacting our Commercial Tech Support. 

 

Pre-Ride Checklist 

❏ Ensure front and rear brakes work properly 

❏ Check brake pads for wear and ensure they are not over-worn 

❏ Check to ensure the brake calipers are properly tightened 

❏ Ensure tires are inflated within the recommended limits displayed on the tire sidewalls 

❏ Ensure handlebar and stem are correctly adjusted and tightened and allow proper 
steering 

❏ Ensure pedals are securely tightened to the cranks 

❏ Ensure the battery is charged before use and locked to the frame 

❏ Ensure there is no damage to the battery pack 

❏ Look over connectors to make sure they are fully seated, free from debris or moisture 

❏ Check cables and cable housing for visible signs of damage 

❏ Check to ensure that the drivetrain is shifting/adjusted properly 

❏ Ensure all fittings on the bike are properly secured and functioning 

❏ Check axle nuts and front wheel quick release to ensure they are tight.  

❏ Ensure the locking lever on the quick release skewer is correctly tensioned, fully closed, 
and secure position 

 

Every Two Weeks 

❏ Check brake pads for wear and ensure they are not over-worn 

❏ Check brake levers are firm and do not touch the handlebars when pulled, ensuring that 
the brakes function properly 

❏ Ensure rims run true and have no obvious wobbles, dents, or kinks 

❏ Ensure all wheel spokes are tight and not broken 

❏ Clean the components as necessary 

❏ Ensure the chain is clean, lubricated and runs smoothly 

❏ Measure chain stretch 

 


