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Effectively remove aerosols.

The sterilization effect of
high-pressure plasma
technology is -8 times that

of traditional elecirostatic
sterilization.

High-pressure electrostatic air purification technology
can absorp particles and azrosols as smallas 14.6nm.
Anelectric field of 20,000 to 40,000 volts can effectively
inactivate bacteria and viruses. The laboratory proves
that its killing rate of H3N2 influenza virus within 1 hour

is greater than 99.97%, and the killing rate of
Staphylococcus albicansis greater than 99.9%.
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Protect your health
and the health of your patients.

Inthe aral diagnosis and treatment, a large number of
water mist and aerosols produced in the cavity

scaling, preparation and teeth separation will float in the
airfor hours!

Everyone has more than 350 kinds of bacteriain their
mouths, and expasure to hiological aerosols “or a long
time will cause infections!

H3N2 influenza virus is very close to corona virus

TPA ionfield

purification technology
Air purificationtechnology
from Silicon Valley

Create a high-energy ion field between the collector
and generator

Active use of high-concentration particles to capture
particulate matter and kill bacteria

Itnotonly avoids the problem of performance
degradation and repeated filter replacement of
traditional filter technology, but also solves the
problems of low efficiency and ozone control of
traditional electrostatic technology!
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The TPA technology was created by air doctors from Silicon
Valley, making it washable and whisper-quiet.

Redefine the air purifier with remarkable features of
technology, intelligence and humanization.

Innovative use of generator pole and collector pole to form a
dust hunting air field can actively adsorb and hunt particles,
dustand sroginthe air, breaking the passive filter of
traditional air purifiers.

Absarb particles 100 times smallerthan PM2.5.
Known as the benchmark for future air purifiers, ushering in
anewera of silent and consumable-free air purification.

Nanometer scale filtration

The ordinary purifier can only filter particles above
0.3pm.
The size of the novel coranavirus and influenza virus

is about 0.1pm, so the filtration efficiency of ordinary
purifier is low.

Woodpecker Air Purifier can efficiently filter
particles that are at least 14 nanometers
{0.0146pm) in size, much smaller than the
size of avirus.
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Existing air purifiers is HEPA filter type
that can only adsorb particles.
Cannof kill the viruses and bacteria.
Easily cause secondary pollution.

Woodpecker High-pressure
Plasma Air Purifier can directly
kill the virus through an electric
field of up to tens of thousands of
volis.

High-precision PM2.5 sensor.
Check the air condition of
your consulting room at a glance.

The dentalclinic has a relatively large crowd and there
are potential risks.

Woodpecker High-pressure Plasma Air Purifier uses a
high-precision PM2.5 sensor, with LED liquid crystal
digitaldisplay and a three-colarindicatar, helping you
controlthe indoor air condition in real time and
avoiding potential risks in time.
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Liquid crystal display air quality index

Patent for wine glass air flue
More thorough
three-dimensional purification

Stacking the purification module and the booster fan
Z axis accelerates the running speed of the charged
particlesintheion field and greatly improves the
purification efficiency. The novel and elegant wine
glass shape air flue design guides the clean air to
spiralup and spray out along the smooth air flue,
forming a large-scale three-dimensional air
circulation, so that the airindooris quickly renewed.

No consumables
No cost
Washable electrode

F.ow noise

More comfortable
treatment environment
The lowest noise s only 20 48,

.« Aichis mucn lower than that of traditional pusifier
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One-click control
Life needs a philosophy
of subtraction

The

Black and white

Two-key
joint control

wind speed
level display

Embedded
scroll wheel

World famous
component suppliers
Create assured quality

Control chip
MICROCHIP

Plastic
body parts

Power Chip
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Woodpecker
High-pressure Plasma Air Purifier
Escort your health

Woodpecker
High-pressure Plasma Air Purifier
More suitable for dental clinics




