
INSTALLATION GUIDE
Premask

Thank you for your purchase !  
We cannot wait to see how you Cover 

your walls ! Before you start the 
installation, here’s a few things  

you will need to know. 

INSTALLATION TOOLS
 • A microfibre or cleaning cloth
 • A measuring tape
 • A pencil or masking tape

SURFACE PREPARATION 
 • Give your wall a quick wipe down 
  with your cloth and wait for it to dry 
  properly. 
 • We do not recommend installing 
  our premask decals on any high  
  textured walls. Concrete, stucco or  
  unfinished drywall. 
 • If you have freshly painted walls, 
  we recommend waiting at least 5 
  days, or up to two weeks before  
  any installation.

INSTALL TIPS
 • Bubbles can happen to the best of 
  us. If the bubble is near the edge  
  of the decal, simple lift the panel and 
  start that section over, by smoothing 
  it back down with your squeegee.  
  If the bubble is in the middle of an 
  already installed decal, simply use 
  the sharp tip of your knife to gently 
  poke the bubble and smooth out 
  with your finger. 
 • Remember our premask decals are 
  very forgiving. If you have placed a 
  decal incorrectly simple gently pull it 
   away from the wall at a 45-degree 
  angle and start fresh.

DECAL REMOVAL
 • The decal away from the wall at  
  a 45-degree angle, slow and 
  controlled to ensure there is no 
  damage upon removal.

STEP 1
Lay out all your purchased decals and use the scissors to 
cut them into easy to handle individual pieces.

For more information about install or need to contact us directly? 
Visit our website at coverthesewalls.com or email us at hello@
coverthesewalls.com

STEP 2
Keep the backing paper on the decals and use masking 
tape to place the decals on the wall where you wish to 
eventually install them.

STEP 3
Once you’ve decided you like the placement of the decals, 
you canstart installing! Peel back a corner of the backing 
paper and begin to place the decal directly to the wall, 
using your masking tape as a guide for proper placement. 

STEP 4
Use a squeegee or your hand with firm pressure to press 
the decals down ensuring all corners are flush to the wall 
before removing the backing paper.

STEP 5
Slowly remove the backing paper holding it flat against 
the wall to avoid the risk of the graphic lifting. If the decal 
begins to lift, simply use your hand or squeegee to adhere 
it back to the wall.

STEP 6
Larger decals may require a helper to make handling it 
properly easier.


