
 

byJEMA Retaining wall installation 

instructions 
 

Necessary tools: 

Ring spanner or quick release buckle (M8 / M10 / M12). 

 

General information about building a retaining wall:  

The retaining wall system is delivered in sheet metal parts that are clamped together during assembly. All 

necessary bolts / nuts included. The plate parts are delivered in lengths up to 3 meters - and typically weigh 

no more than 2 people can lift them into place. 

In the beginning, Corten will spread a lot on the ground. Once the rust film is formed, it spreads only 

minimally. Galvanized steel will not spread on substrates. 

After installation, we recommend washing all visible surfaces in lukewarm soapy water. This removes the oil 

film on the steel during production and ensures a uniform patination. 

Foundation: 

When setting up, the most important thing is that there is a good attachment to a stable foundation under the 

retaining wall. Stable foundation is the most important thing to achieve a completely straight retaining wall 

that holds its position for many years. There are holes in the bottom of the retaining wall for attachment. This 

can be done via bolts in the (point) foundation or directly by casting the supplied casting spears. The specific 

requirements for a stable foundation depend on soil conditions and the height of the retaining wall. 

 

Drainage: 

The retaining wall system is prepared for drains on the inside of the retaining wall with sand / gravel and with 

a hose. In any case, it is important to consider the need for drainage. Corten steel will have a shorter lifespan 

if it is waterproof. The service life is longest if it is alternately moist and dry. We recommend drainage plate 

on the inside of the wall. 

 

Back molding:  

If needed, back molding can be done on the inside of the retaining wall.  


