
 

 

 
byJEMA Retaining Wall - Installation/Assembly 
Instructions 
 

Assembly of retaining wall: 

The retaining wall system is delivered in parts up to 3 meters in length. They are bolted together with the supplied sets 

of  bolts. The parts’ weight is manageable for two people to lif t into place.  

 

In the beginning, the Corten steel will spread onto the underlying surface. Once the rust layer has fo rmed, the spread 

will only be minimal. Once assembled, we recommend washing all visible surfaces in lukewarm soapy water. This will 

remove the oily surface on the steel that emerges in the production process, and ensure a uniform patination.  

 

Underlying surface: 

The retaining wall parts are placed on a strong and f rost-f ree surface of  stable gravel and the like. The depth of  the 

underlying surface should be 30-90 cm. depending on soil conditions. Your contractors can help determine the soil 

conditions and with the installation. 

 

Side securing: 

The retaining wall is attached to the base through holes in the bottom to secure it sideways. This can be done directly 

by spot casting of  the supplied casting spears or with expansion bolts on a proper surface.  

 

Side-by-side securing can alternatively also be done by placing the retaining wall at 10% of  its height, below level in 

compacted stable gravel. 

 

Drainage: 

The retaining wall system is prepared with drains on the inside of  the retaining wall. Ask your contractor if  you want to 

know more about drainage. Corten steel will have a shorter life span if  f ixed under water.  

 

We recommend placing the foundation wall drainage plate on the inside of  the wall.  

 

Backmolding: 

If  needed, backmolding can be done on the inside of  the retaining wall. 
 

Cast spears or bolts for lateral securing  
 

Pavement - tiles, gravel or grass 
 

Stable gravel or solid foundation 
 


