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Trolling Motor Bracket Adapter, Minn Kota (TMB-MK101) 

 

Thank you for purchasing this adapter kit, specifically designed to mount on the top plate of your Minn Kota quick release brackets, 

MKA-16-02 & RTA-17, although it may fit on other Minn Kota or other brand quick release brackets. See below for the mounting 

pattern to determine compatibility. 

What’s included: 

What’s NOT included: 

 Minn Kota quick release bracket to mount this adapter kit on 

 Anchor Caddie anchor nest. 

 

Step 1: Angle Plate (b) to Bracket (a) 

  

 

 

 

 

 

 

 

 

 

 

 

 

 Step 2: Bracket (a) to existing quick release top plate 

 

 

 

 

 

 

 Step 3: Anchor Caddie to Angle Plate (b) 

 

 

 

 

 

anchor-caddie 

Install 5 screws (d) with washers (f,e) through 

the bracket (a) into the center hole of the 

angle plate (b) first, from the bottom as 

shown. Blue Threadlocker is included as an 

option. This can aid in high vibration 

environments to keep your screws from 

backing out. Although, that is the lock 

washers job. 

Once you have all 5 screws installed, you can make minor adjustments by rotating the angle 

plate (b) to accommodate installations that are not exactly 45 degrees. Slightly loosen screws 

to adjust, then re-tighten when done. 

If mounting the Anchor Caddie Original, you may want to remove the center screw that was 

installed first after you tighten the other 4, as you can use that center hole in step 3 

Use hardware and installation instructions that came with your quick release bracket. You 

will use the trolling motor mounting hardware for this installation. 

The bracket (a) has slots for forward and backward adjustment when secured to your top 

plate of the quick release bracket. This allows you to make adjustments to the overhang of 

your Anchor Caddie. 

Mount your Anchor Caddie on the angle plate (b) from the top, using the supplied 

hardware. 

If you are mounting the Anchor Caddie Original, in either Clear Grain or Gray 

Hammertone, you will use screws (c) through the impact plate in the aft 2 mounting 

holes. These screws are not needed to mount the Anchor Caddie PRO or Cadet 

 

 

(a) Aluminum Bracket (1) 
(b) Aluminum Angle Plate (1) 
(c) 5/16-18 x 1-1/4” Screw, Stainless Steel (2) 
(d) 5/16-18 x 3/4” Screw, Stainless Steel (9) 

(e) 5/16” Flat Washer, Stainless Steel (10) 
(f) 5/16” Lock Washer, Stainless Steel (10) 
(g) 2ml Tube, Threadlocker (1) 


