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NANO PROTECT™ 
coating for extreme 
corrosion resistance

Brass, aluminum and 
steel bodies available

ABUS OEM cylinder 
with patented 

“Pinning Window” 
(allows pinning in 

seconds)

Patented “Easy 
Shackle Change” 

feature: shackle can 
be changed within 

seconds

Patented “Z-bar” 
allows padlock to be 
easily converted from 
non-key-retaining to 

key-retaining

OEM KnK Cylinder 
(Ilco®, Medeco®, 

Mul-T-Lock®, Schlage® 
and Sargent®)

Accepts most restricted 
keying systems

TruST The origiNAl

83/55 S2 83CS/55 S2 83MAr/45 83wPiB/53 83wP/53 S2
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TiTAliuM™ 
83AL/40 S2, 83AL/45 S2

Special aluminum alloy padlock, as strong as 
brass with approximately 30% less weight

Brass 
83/45 S2, 83CS/45 S2

The locksmith’s padlock of choice

83Al/40 S2
1½” width

83Al/45 S2
1¾” width

Features
• Lightweight, color anodized aluminum lock body

• Special alloy steel shackle with NANO PROTECT™ coating, also 
available in stainless steel and brass in different heights 

• High-precision, pin-tumbler cylinder with patented pinning 
window

• Cylinder can be taken out and can be rekeyed to match an 
existing key

• Can be keyed into many popular keyways

• Padlock can be ordered without shackle and/or without 
cylinder to customize lock

• Lock body available in assorted colors

Features
• Solid brass lock body

• Special alloy steel shackle with NANO PROTECT™ coating, also 
available in stainless steel and brass in different heights

• High-precision, pin-tumbler cylinder with patented pinning 
window

• Cylinder can be taken out and can be rekeyed to match an 
existing key

• Can be keyed into many popular keyways

• Padlock can be ordered without shackle and/or without 
cylinder to customize lock

• Shackle can be exchanged within seconds

• Weather-proof cap available upon request

83/45 S2
1¾” width

83CS/45 S2
1¾” width

Product No. Shackle height 
(in)

locking 
elements

weight 
(lbs)

level 
(1-10)

Shelf Pack 
Quantity

83AL/40 1, 1½, 3, 4 6 0.340 8 6

83AL/45 1, 2, 3, 4, 6 6 0.465 9 6

83AL-IC/40 1, 1½, 3, 4 6 0.168 8 6

83AL-IC/45 1, 2, 3, 4, 6 - 0.287 9 6

Product No. Shackle height 
(in)

locking 
elements

weight 
(lbs)

level 
(1-10)

Shelf Pack 
Quantity

83/45 1, 2, 3, 4, 6 6 0.785 8 6

83CS/45 1, 2, 3, 4, 6 6 0.853 8 6

83IC/45 1, 2, 3, 4, 6 - 0.586 8 6

83KnK/45 1, 2, 3, 4, 6 - 0.606 8 6

83CS-IC/45 1, 2, 3, 4, 6 - 0.650 8 6
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