


11 To reduce the risk of static damaging the Weiser Driving Lights ensure that you touch a metallic
earth point on your bike, do this immediately before the next stage as it will reduce any static that may
have built up.

12 Remove the Weiser Brake / Turn signal unit from its packing ensuring that you only handle
the unit by its edges — do not touch or press down on any of the LEDs or the electronic compo-
nents on the board as this will cause damage to the unit. Connect the Brown wire to the Terminal
“T”, the Blue wire to the Terminal “E” and the new “Weiser” wire you installed to the Terminal “+”. Re fit
the board into its housing — again taking care not to touch any of LEDs or electronic components, re fit
the lens. Take care not to over tighten the screw.

13 Insert the 5 amp fuse into the fuse holder and fit the cover.

14 Turn the ignition key to the first position as you operate the brake both of the Weiser brake tun light
should light up Red.

15 Start the bike, the Weiser brake turn lights should be off, set the turn signal to the left and then the
right the Weiser Brake / Turn lights should flash amber. Holding the bake on, both Weiser Brake / turn
lights should show Red. Still keeping the brake on, set the turn signal to the left, as you do this the
left Red brake light should go off and then flash amber the right turn signal should remain Red.
Repeat this for the right turn signal.

Fitting PosiTwist connectors

The blue Posi Twist connector has two halves, Strip the insulation back %
inch on each wire and insert them through the hole in the male section
then screw the cap back on.

Fitting Posi Tap connectors

The Posi-Taps have two ends that unscrew. The grey end has a
slot to slide over the wire you are connecting to. The red end has
a hole to push the wire you are adding through. The center
portion has two ends. One has a point for piercing the insulation
of the wire you are tapping into. The other has the point blunted
which connects to the wire you are adding. With the grey end
slid over the source wire, thread on the center pointed end until it
is snug. Pus h the stripped wire you are adding through the red
end of the Posi-Tap and thread it onto the blunt end.
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Installation Kit Contents List

1. 2 off wires marked “Weiser” one end and “3 in 1” the other end. These wires will join together using
item 7 and item 3 to provide the power to your Weiser Brake / Turn lights.

2. 1 off Relay. The relay takes power direct from the battery and switches it to your Weiser brake / turn
lights to ensure the canbus will not flag any faults.

3. 1 off wire marked “Relay 87 one end and “3 in 1” the other. This wire will take 12v from the relay to join
with item 1 to provide the power to your Weiser Brake Turn Lights.

4. 1 off wire with fuse holder marked “relay 30” one end and “Battery + Ve” the other. This is providing
the +12v to the relay so that it can be switched to your Brake / Turn lights when the brakes are applied.
5. 1 off wire marked “Bike Earth one end and “Relay85” the other. This wire provides the — Ve to the
relay.

6. 1 off wire marked “Relay 86” on one end and is unmarked the other. This wire connects the relay to
the +12v supply that provides power to the brake light usingthe Posi Tap item 8 provided.

7. 1 x Posi twist connector see separate instructions on how to use this item.

8. 1 x Posi Tap connector see separate instructions on how to use this ite m.

9. 1 x 5-amp fuse — do not fit any other value fuse.

10. 5 x Tie wraps — use these to secure the wires you are installing to the bike as required.

11. 2 x Locking Keys for securing the turn signal housing .. (not an essential requirement).



