PlusFloor. Vinyl




Formation

Glue Down Vinyl Plank and Herringbone

Our Formation range exudes quality and
sophistication with it’s on-trend colour ways
and premium features.

With larger boards than our Vero collection, it
is perfect for those bigger, open spaces. It is
versatile as the formats can be mixed to create
your dream space.

+ 0B55mm wear layer PLF4268G Burnt Cocoa Plank laid in a
+ TrueGrain embossing herringbone pattern
+ Versatile formats

Plank (G) Herringbone (GH)
1320 x 195 x 2.5mm 630 x 160 x 256mm
Y
7 20 10
TrueGrain Year Year
Residential Commercial
Guarantee Guarantee

Scan for more PLF4268G PLF4268GH

information or call Burnt Cocoa Burnt Cocoa
us on 01524 481 118
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Glacial Heather
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PLF4272G PLF4.272GH
Glacial Heather Glacial Heather



ltalian Lime

PLF4280G PLF4280GH
Italian Lime Italian Lime
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Pastel Blanc

it

PLF4252G PLF4252GH
Pastel Blanc Pastel Blanc




French Loft

PLF4254G PLF4254GH
French Loft French Loft
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Pure Oyster

PLF4260G PLF4260GH
Pure Oyster Pure Oyster




Silvery Clay

PLF4262G PLF4262GH
Silvery Clay Silvery Clay




PLF4274G
Prairie Jute

PLF4274GH
Prairie Jute

Prairie Jute



Burnt Cocoa

PLF4268G PLF4268GH
Burnt Cocoa Burnt Cocoa




Pitted Magma

PLF4278G PLF4278GH
Pitted Magma Pitted Magma




Vinyl

Product

Fixing Glue Down

Finish TrueGrain embossing

Profile Butt Joint

Edge Bevelled

Wear Layer 055mm

Pack Size Plank 362m? 8 planks per box
Herringbone 24m? 24 planks per box

Technical

Slip Resistance 36+PTV / R10* DIN 51130

Water Resistance

Stain Resistance Resistant EN ISO 26987

Scratch Resistance Class T EN ISO 660-2

Underfloor Heating Suitable, max. 27°C EN 12524

Inflammability Bfl-St EN 13501

Squareness < 0.35mm EN ISO 24342

Straightness < 035mm EN ISO 24342

Residual Indentation < 010mm EN ISO 243431

Curling < 2mm EN ISO 23999

Dimensional Stability Norm: < 0.256mm% EN ISO 23999

Thermal Resistance R 00100m? K/W EN 12664

Formaldehyde Group E1 EN 717-1

Castor Chair Resistance Resistant EN ISO 4918

Light Fastness 26 EN ISO 1056-B02

Warranty (Years)

20 (Residential)

10 (Commercial)

*Glacial Heather, Prairie Jute, Pitted Magma and Italian Lime have a slip resistance rating of R10

PlusFloor.

01524 481 118
info@plusfloor.com
plusfloor.com

London Showroom
66a Turnmill Street
Clerkenwell
London, ECIM BRR

Innovation + Distribution Centre
11 Oakwood Way

Carnforth Business Park
Carnforth, LAS 9FD



