
GREER AMPS ALLIANCE 20 CONTROLS:

The Greer Amps Alliance 20 is a true dream come true.  Blending vintage American and British tones, this amplifier 
brings out the best of two classic guitar eras.  The Alliance 20 is a 20 watt, cathode biased, class A amplifier.  It is 
housed in a 112 combo with a Celestion G12H30, and can be custom ordered as a head.  

Channel 1 is based on a 1950’s tweed champ, with good clean headroom, snarl, and that famous medium gain grind 
that champs have.  Channel 2 is based on a combination of two British heavyweights, the AC series of amps, and the 
vintage British 20 watt treble and bass amp.  Channel 1 has only a single volume control and the universal cut switch 
to allow for treble cut tone shaping.  Channel 2 features volume, treble, and bass controls and the universal cut switch, 
as well.  Channel 2 is slightly higher in gain than Channel 1, and its controls can have a very subtle impact on the 
sound of Channel 1.  We suggest keeping channel 2’s volume below 3 when it is not being used, if the user would like 
to access the subtle tone shaping available on Channel 1. 
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CH.1--input jack for channel 1 (American).
Volume 1--volume control for channel 1 (American).

CH.2--input jack for channel 2 (British).
Volume 2--volume control for channel 2 (British).
Treble--treble control for channel 2
Bass--bass control for channel 2

Cut--3 position universal cut control, featuring no cut 
(middle position), half cut, full cut.  This control applies 
to both channels.

On/Off--mains power switch
Go/Wait--standby switch

Fuse 2 Amp--always replace the fuse with a 2 Amp 
slow-blow fuse.  If the fuse blows, please take the 
amplifier to a knowledgeable technician.  DO NOT 
ATTEMPT TO SERVICE THE AMP YOURSELF, AS 
AMPLIFIERS CONTAIN DANGEROUS AND DEADLY 
VOLTAGES.

BACK PLATE:

Power inlet--voltage will be marked by a dot in the 
corresponding box, beside the voltage indicator.  
Please make sure to check that you are using the 
proper voltage with the amplifier.

Warning--do not ignore this warning.  Doing so can be 
hazardous.

4--4 ohm speaker output
8--8 ohm speaker output
16-16 ohm speaker output
ONLY ONE SPEAKER OUTPUT CAN BE USED AT A 
TIME. NEVER RUN AMPLIFIER WITHOUT A 
SPEAKER CONNECTED.


