
GAS BOILING PAN - DIRECT HEATING 150 LT

DIMENSIONS
Width (mm) 800
Depth (mm) 900
Height (mm) 900

Gas connection (Ø) 1/2”
Electric connection (V/~/Hz) 230V/1N 50 Hz
Cold water connection (Ø) 3/4”
Hot water connection (Ø) 3/4”

Cold soft water connection (Ø)
Drain (Ø) 1 1/2”
Gas power (Mj/hr) 76
Electric power (kW) 0.2
Plate dimensions (mm)
Tank capacity (L) 150
Tank dimensions (mm)
Internal oven dimensions (mm)

•	 AISI 304 stainless-steel bases and worktops, Scotch-Brite 
finish

•	 Depth of 900 mm for high power and performance
•	 Catalogue offers more than 350 standard models
•	 Worktop, base cabinet, base cabinet with doors and oven 

versions
•	 20/10 worktop thickness
•	 Twin-piece	knobs	prevent	infiltration	of	dirt	and	have	an	

IPX5 water ingress protection rating
•	 Gas	kitchens	having	burners	with	various	configurations	

and power ratings: 3.5 kW - 5.7 kW, 7 kW and 10 kW
•	 Double-ring burners for 7 and 10 kW models
•	 Wide range of accessories

•	 Water drained with 2” valve
•	 AISI 316 stainless steel container bottom
•	 No water in the interspace indicator light;
•	 Safety	thermostat	to	interrupt	heating	until	restore	of	sufficient	water	level;
•	 2 AISI 304 steel burners on bottom of container or interspace

QUEEN9

Technical / functional characteristics

MODEL CODEQ90PF/G150 CR1018029

Scots Ice Australia Foodservice Equipment
5/175 James Ruse Drive, Rosehill NSW 2142 - Free Call: 1800 222 460
Email: info@scotsice.com.au - Website: www.scotsice.com.au



Sistema Qualità Certificato ISO 9001:2015
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GAS BOILING PAN - DIRECT HEATING  100
LT

CODE MODEL SERIE

CR1018009 Q90PF/G100 QUEEN 9

MODEL CODEQ90PF/G150 CR1018029


