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Flickering Flame Modes
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How to Install Lumeflame:

Ensure power to your chosen lamp, light, or 
fixture is turned OFF and unplugged and 
away from an electrical source. DO NOT 
attempt to install in a lamp or fixture that is 
ON or plugged into an electrical source. 
Gently unscrew existing lightbulb from light 
socket and screw in Lumeflame bulb to light 
socket. Gently turn clockwise to tighten. 

WARNING: Never touch the bulb directly. 
If you want to remove, turn off all power, and 
wait until bulb is cool to the touch before 
unscrewing.

How to Set Lighting Mode:

There are three flicker modes to choose 
from-Flicker Flame, Continuous Glow, and 
Gradual Light.

** The flame effect will always face up, and 
you will notice if the bulb is installed upside 
down in a pendant or chandelier fixture, the 
flame will flip to flicker the correct direction.
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Specifications

Lighting Mode
Wattage                               
Flame Type
Certification
Heat Dissipation
Environmental Friendly

SKU: LF-LF155101-02
Barcode: 00810037741551
Distributed by: Brightology LLC
Contact: support@trybrightology.com
Lumeflame By Brightology
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CAUTION: Keep out of Reach of Children. 
Never install bulb when fixture or lamp is 
plugged in. Bulb may be hot. Allow to cool 
before handling. Glass is fragile-be careful 
when handling.  
Warning: Lumeflame is NOT waterproof. 
Only install in indoor or enclosed areas. 
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Flame Flicker Mode
Continuous Warm Glow 
Gradual Glow 

Choose From:

1.

2.

3.

4.

Turn on the light once, for Flicker Flame 
setting. 
Turn off, then turn back on within 10 
seconds to change to the Continuous 
Glow setting.
Change again within 10 seconds for 
Gradual Glow setting. 
If you turn off and switch back on after 10 
seconds passes, Lumeflame will revert to 
the last Mode that the bulb was set on. 

3 Flame Modes
5W

Realistic Flame
ETL Verified

Longer Lifetime
Green Energy 

Saving


