
1. Classic

This screen fits both smaller cars (e.g. Renault 
Clio) and larger/wider cars (e.g. Audi A6).
It is the precisely designed shape that makes the 
screen compatible with just about all passenger
Cars (Classic+ models excluded)
This screen is attached to the head bars with a 
holder.

Price: € 149 VAT excl. 

2. Classic+

Some cars have S-shaped seats (e.g. Volvo 
V90, Lexus LS, Mercedes E).
The Classic+ screen is customized to these 
types of cars.
The screen is attached to the head bars with a 
holder.

Price: € 169 VAT excl.
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Material and composition

Models

All A-serious screens are made of 3 mm-thick polycarbonate. This is a very flexible and extremely
resistant material. It is 250 times stronger than glass of the same thickness.
The A-serious screens are easy to install and will not damage your car in any way.
The screens protect drivers from aggression and possible contamination.
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3. Classic Budget
 
This screen is identical to the Classic and 
Classic+ screen except for the way it is attached 
to the head bars. The Budget screens are 
attached with zip ties.

3a. Price Classic Budget: € 89 VAT excl. 

3b. Price Classic+ Budget: € 109 VAT excl.

4. Classic Minivan 

These screens are larger and less rounded.
A screen is available for both 2 and 3-seat 
minivans.
The screen is attached to the head bars with a 
holder.

4a. Price 2 seats: € 189 VAT excl.

4b. Price 3 seats: € 229 VAT excl.

5.Cocoon

This folded and transparent screen only shields 
the driver. 
It fits in a passenger car, a minivan as well as in 
a delivery van.
The screen is attached to the head bars with a 
holder.
A suction cup and a transparent nylon thread 
keep the screen in balance.

Price: € 149 VAT excl.

6. Tesla Model 3

This screen is adapted to the specific headrests 
of a Tesla Model 3. It is attached to the 
headrests with a holder.

Price: € 199 VAT excl.
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Inspection requirements stipulated by the Ministery of Mobility and Public Work

The inspection of the protective shields is carried out when the vehicle is offered for inspection 
(initial inspection, periodic inspection, second-hand inspection, etc.)

The installation of demountable flexible transparent screens in vehicles, as a result of Covid-19, is 
only permitted under a number of conditions:

The line of sight of the driver and the indirect line of sight through rear-view mirrors must 
be preserved at all times:
 Models 1 to 6 : the line of sight is maintained, you can look into all mirrors without   
	 any	difficulty.

The light transmission rate is at least 70% (in case of doubt, ask the shielding supplier for 
an attestation stating the name of the material and its light transmission rate):
 Models 1 to 6 : the screens are transparent and made of polycarbonate. The light   
 transmission rate is 100%.

Fixings are not to exhibit dangerous roughness or sharp edges that could increase the risk 
or severity of injuries:
	 Models	1	to	6	:	the	sharp	edges	that	could	have	posed	a	risk	are	rounded	off.

The material of the protection screens should be flexible (impossible or very unlikely to 
shatter). Acrylate (plexiglass) is not allowed. Alternatively, flexible transparent synthetic 
curtains are allowed, provided that they remain well tensioned at all times:
 Models 1 to 6 : the transparent screens are made of polycarbonate. This material   
	 does	not	shatter	(the	chance	to	shattering	is	almost	non-existent),	it	is	flexible	and		
 very impact-resistant.

The material of the shields must be easy to demount (without tools) in the event of an 
accident or a fire:
	 Models	1,	2,	3,	4,	6	:	in	case	of	emergency,	the	screen	can	be	pulled	off.
 Model 5 : the suction cup can also be removed without tools (see ‘emergency   
 removal’)

If a shield is installed between passengers or between the driver and the passenger(s), 
there must be at least one access and exit route that is unobstructed:
 Models 1 to 6 : the screens do not block an access or exit route.

All vehicle controls should be easily accessible. In learning vehicles, the gear shift also 
needs to be accessible to the driving instructor:
 Models 1 to 6 : all vehicle controls are easily accessible.

The proper functioning of safety systems such as seatbelts, airbags... may not be 
obstructed by the shields:
 Models 1 to 6 : the screen does not obstruct the vehicle’s safety systems.

The shield can’t rest loosely on a seat (it may not tip over or slide away while driving):
 Models 1 to 6 : the screen is attached to the headrests of the car.
 Model 3: the screen is also attached to the windscreen by means of a suction cup.
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The A-serious screens meet all of the above requirements imposed by the Belgian government.
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Place your hands behind 
the screen just next to the 
head restraint attachment.

Pull the screen towards 
you with force.

The screen is removed!

The illustration below shows how the screen can be removed in an emergency situation.

Emergency removal


