
BMW GS/A/R/RT
MOUNT BAR

Installation Tips

- If available, use blue loctite or threadsealer on 
any threaded connection.

- We’ve included extra parts in many of the 
lighting and wiring kits.  Things like solder seals, 
heat shrink, extra hardware, and zip ties are 
included in an effort to simplify and streamline 
installation.  If you have extra parts, that is okay.

- Also included are extra pigtails (cable with bare 
wires on one end and waterproof connector on 
the other) for installations that don't use our 
wire harness and dimmer.  You can use these to 
install your lights with other switches, dimmers, 
and can-bus systems.

-RUBY lights have reverse voltage protection 
built in, you won’t ruin your lights if you wire 
them backward.  They just won’t turn on.

Need Help?

Our goal is to simplify your life.  If you’re having 
trouble with your install, don't hesitate to reach 
out.  While not always possible, we can some-
times help after hours if you have a question.

 Use the QR code below to send us a text mes-
sage with your question.  It is also helpful to 
send a picture with your message so that we 
can both be on the same page.

To use a QR code, simply open your camera on 
your phone and point it towards the bar code 
below.  Most phones will prompt you with the 
option to “open a new message” or something 
like unto it.

INSTRUCTIONS - 
RUBYMOTO.COM

You made it!  Welcome to the next level in 
lighting and adventure with RUBY Moto.  
Thank you for your purchase, we are excited 
for you.  Below are some simple instructions 
to get you on your way installing your new 
lights. 

There are many ways to install your new 
lights on your bike.  This guide serves as a 
reference point, not as an exact must-follow 
manual.  If you don't have the time or inter-
est in installing your own lights, reach out to 
your local shop to perform the installation.

RUBY accepts no liability for incorrectly �tted 
parts or installation resulting in material damage 
or personal injury.  Please observe applicable 
vehicle regulations laws in your country.  Our 
products are intended for o�-road use, installed 
by a quali�ed person, and in accordance with all 
local laws and regulations.  RUBY assumes no 
liability for the use, misuse, or abuse of it’s prod-
ucts or communications. 



Installing the BMW GS/A/R/RT Mount Bar

1- Locate the factory mounting holes on the front 
sub-frame, located on either side of the headlight 
assembly.  They are both hexagonal in shape.  
2- Once located, take one of our proprietary stainless 
steel drop-in nuts.  You are going to drop it into the 
hexagonal hole you just located.  To do this, simply pull 
on the fairing plastic slightly to better expose the hex 
hole.  Place the nut on the sub-frame, and slide it over 
the hex hole.  When arranged correctly, it will drop into 
place in the hex hole.  Then release the fairing, it will 
now hold the nut in place.
3- Take the mount bar and dry �t it into place under-
neath the front beak.  We like to install the mount so 
that the drop down tubes on the mount are canted 
towards the motor.  When in this orientation, the RUBY 
logo will be legible to you.  You can also install the 
mount bar canted forward if you wish (pictured above).  
4- Some BMW’s have a plastic tab on the underside of 
the fairing that will need to be removed to �t the mount 
bar �ush to the beak.  Use a pair of pliers to rock the 
plastic back and forth to cleanly break it free. See photo 
for clarity.
5- Thread the bolt through the mount, then through the 
spacer bushing.  Then thread the bolt into the nut held 
in place in the front sub-frame.  Do not tighten yet.

Install Continued

6- Thread the other side bolt in like manner as before. 
Once both sides are started, you can tighten down as 
needed.
9- After installing lights on your mount bar, go for a test 
ride.  Be sure to recheck all connections after riding a 
short distance.


