
SPRING CLEAN 
INSTRUCTION MANUAL



HOW THE SPRING CLEAN WORKS

INDICATOR WINDOW COLORS 
GREEN: PISTON UP, SAFE TO REMOVE IF PUMP OFF. 
RED: PISTON IN MOTION, FILLED WITH HOT WATER 
YELLOW: PISTON AT BOTTOM POSITION, OK TO STOP PUMP.

step 1 
attach spring clean to group head 
the same way you would attach a 
portafilter. twist firmly into place 
to ensure a good seal on the 
gasket. if you are using detergent, 
place it on top of the piston at 
this time.

step 2 
start machine pump. indicator 
will change from green —> red 
—> yellow. Once it turns yellow, 
stop pump and allow the 
backflush to begin. It may take 
30 seconds or so to complete. 
after the indicator turns back 
to green, wait another 10 
seconds and make sure the 
machine pressure is at 0. use 
caution when removing spring 
clean — you may wish to use a 
rubber dishwashing glove to 
prevent hot water from spilling 
onto hands.

HOW TO USE THE SPRING CLEAN

THE SPRING CLEAN WAS INVENTED AND 
DESIGNED TO IMPROVE THE BACKFLUSH 
PROCESS BY GENERATING SIGNIFICANTLY 
MORE WATER FLOW BACK THROUGH THE 
BREW LINES AND THE 3-WAY SOLENOID 
VALVE OF 58MM PORTAFILTER COMMERCIAL 
ESPRESSO MACHINES. BY USING MORE 
WATER, THE RESULT IS A CLEANER AND 
BETTER FUNCTIONING MACHINE. USE IT 
ONCE WHEN CHANGING BEAN TYPES TO 
PREVENT ANY LINE CONTAMINATION THAT 
MAY AFFECT FLAVOR. A CLEANER MACHINE 
IS A BETTER MACHINE.
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MAINTAINING THE SPRING CLEAN

FROM TIME TO TIME THE SPRING CLEAN 
WILL REQUIRE MAINTENANCE. IF THE 
PISTON DOES NOT FULLY RETURN TO THE 
TOP POSITION, IT MAY BE TIME TO RE-
LUBRICATE THE INSIDE WALLS OF THE 
PISTON, MUCH AS IS DONE IN A LEVER 
OPERATED ESPRESSO MACHINE. USE 
MOLYKOTE 111 FOOD GRADE LUBE OR 
EQUIVALENT. 

step 1 
REMOVE BOTTOM CAP BY UNSCREWING 
FROM THE MAIN BODY.

step 2 
REMOVE PISTON AND APPLY LUBE 
TO BOTH O-RINGS AND THE INSIDE 
WALL OF PISTON CHAMBER.

step 3 
REPLACE PISTON AND SCREW BACK ON 
THE BOTTOM CAP.


