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Drawing : DS1353B
Tolerance : 

All dimensions in mm

Thickness : n/a
Surface Area : 

the written permission of Clearwater.
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CWP 3 - 5 Chamber Assembly
Finish : 
Material : Various

Weight : 87.71 Kg Kgs

Clearwater reserve the
right to alter the details of this drawing without prior notice.

This drawing is copyright and may not be reproduced or used without
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Please check with Clearwater Process Control that this drawing is the latest issue
Issue Date Drawn by Approved by Description

01 15/07/19 J.Belovic Initial Release

Notes:

Read Operating and Installation •
Guidelines before installing.

Outlet
2" BSP

Pump removal
Union to allow

Standard

OPTIONAL
Outlet

Pump Chamber 
Case (GRP)

Pump Lifting
Chain

Sewage Pump
(Automatic)

Ø63mm MDPE

HLA Alarm Float
OPTIONAL

Discharge Pipe

600 x 600mm
Access Cover
(Pedestrian Duty)

Cable Duct
Orientation

Pipe Orientation
'E' Optional Inlet

é

Direction of 
Discharge

é
 15° 

CWP 3
(1.58m)

CWP 4
(2.16m)

CWP 5
(2.67m)

·
·

·
Ø900mm 535mm Ø110mm

Case 
Diameter

Outlet 
Invert

'C'

Chamber Depth 'B'

·
·

Inlet 
Positions   

'E'

180°

·
CWP 4
(1.3m)

Inlet Invert 'A' - Standard

CWP 3
(0.7m)

CWP 5
(1.8m)

Inlet
Size
'D'


