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KA11-P-XX 
 

SPECIFICATION 
• Made of solid brass   
 • Ceramic cartridge   
 • 3/8'' female connection  
 • 24'' Nylon/PEX Hoses   
 • Flow rate : 5.7L/min [1.5 gpm] @ 60psi  
 • Overflow drain included DR-OF-02-CR  
 • Cartridge: CAR-CT-SL25-01  
 • Limited lifetime warranty  
 

WARRANTY 
PRODUCTS COVERED BY A FULL LIMITED LIFETIME WARRANTY AGAINST ALL MANUFACTURING 
DEFECTS. 
 

 
FOR MORE INFORMATION ABOUT THE PRODUCT, OR BEFORE PROCEEDING TO ANY 
INSTALLATION PLEASE CONSULT THE INSTALLATION MANUAL . 

.  

 
SPÉCIFICATION 

• FABRIQUÉ DE LAITON MASSIF 
• CARTOUCHE EN CÉRAMIQUE 
• CONNEXION 3/8'' FEMELLE 
• BOYAUX D'ALIMENTATION NYLON/PEX 
• DÉBIT: 5.7L/MIN [1.5 GPM] @ 60PSI 
• DRAIN AVEC TROP PLEIN INCLUS DR-OF-02-CR 
• CARTOUCHE: CAR-CT-SL25-01 
• GARANTIE À VIE LIMITÉE 
 

GARANTIE 
PRODUITS COUVERTS PAR UNE GARANTIE À VIE LIMITÉE CONTRE TOUT DÉFAUT DE FABRICATION . 
 
 

POUR PLUS D’INFORMATION SUR LE PRODUIT OU AVANT DE PROCÉDER À TOUTE 
INSTALLATION VEUILLEZ CONSULTER LE GUIDE. . 

 

 

     

 

 ASME 112.118.1 / CSA B125.1 
   The product may vary slightly from its dimension and appearance.                                                  edition.:07/2021 

   Les dimensions et l’aspect du produit peuvent varier légèrement de l’illustration                                                                       


