
• The unit can be installed either horizontally on the ceiling or
vertically against the wall.

• The floor ceiling has an auto horizontal swing and an auto
vertical swing function, which distributes the airflow evenly and
more comfortable.

TECHNOLOGY
24K to 60K
BTU

• 13-16 SEER

• LCD WIRELESS REMOTE CONTROL

• CONVERTIBLE - FLOOR OR CEILING

• AUTOMATIC AIR SWING (4-WAY)

• DIGITAL DISPLAY

• WIDE ANGLE AIR DISTRIBUTION

• ALARM FUNCTION

• HORIZONTAL AND VERTICAL AIR SWEEP

• SILENT OPERATION 
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INDOOR MODEL IUS0629C21 IUS0736C21  IUS0848C21 IUS0852C21
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PACKAGING
DIMENSIONS

CAPACITY 

EFFICIENCY 

POWER SUPPLY

OPER. AMBIENT TEMP. 

APPLICATION AREA 

DRAINAGE 

REFRIGERANT 

REFRIGERANT
PIPING

AIR FLOW 

SOUND LEVEL

UNIT WEIGHT

AIR FLOW 

CONDENSER MOTOR 

COMPRESSOR

SOUND LEVEL 

WEIGHT

Nominal (BTU/H) 

SEER 

Volt-Phase-Hertz 

Rated Input Watts

(°F) 

(Ft²) 

Liter/Hr 

R410A (g) 

Max. Pipe Length (Ft) 

Max. Height Diff. (Ft) 

CFM (High-Med-Low)

dB(A) 

Net/Gross (Lbs.) 

CFM 

RPM

RLA 

dB(A) 

Height (in) 

Width (in)

Net/Gross (Lbs.)

24,000

16

 220/230V-1Ph-60Hz

2,425

800

1.2 

1,320 

165*

95**

650-550-435

53/45/41

66/80

1,600

930/830

 9.7 

59

30.5"

38.0"

65.0/72.6

36,000

16

 3,368

1200

1 

2,450 

165*

95**

 875-730-600

52/48/45

84/97

3,400

750/615

13.5

57

43.5"

44.0"

55.1/59.5

48,000

16

4,523

1600

1.2 

4,400 

165*

95**

1250-1100-950

 55/53/47

86/100

3,900

710/450

13.5

62

54.5"

42.0"

61.7/66.2

24° - 110°

220/230V-3Ph-60Hz

 52,000

16

 6,150

2000

1.8 

4,600 

165*

95**

1500-1200-1050

 55/53/47

86/100

 3,900

860/780

 13.4

62

59.5"

43.0"

76.0/81.6

Depth (in) 15.5" 17.5" 17.5" 19.5"

UNIT DIMENSIONS

Height (in)

Width (in)

 27.5''

33.0"

 38.0'' 

39.0"

 49.0" 

37.0"

 54.0"

37.0"

Depth (in) 13.0" 14.0" 14.0" 15.5"

METERING DEVICE Type CAPILLARY + EXV

OUTDOOR MODEL IOS629C2V01 IOS736C2V01 IOS848C2V01 IOS8520C3V01

PACKAGING
DIMENSIONS

Height (in) 

Width (in)

 12.5'' 

 54.0'' 

 12.5'' 

 68.0'' 

 12.5'' 

68.0''

12.5''

68.0''

Depth (in)  30.0'' 30.0'' 30.0'' 30.0''

UNIT DIMENSIONS

Height (in)

Width (in)

9.5''

50.0"

9.5''

65.0"

9.5''

65.0"

9.5''

65.0"

Depth (in) 26.5" 26.5" 26.5" 26.5"

FILTER Type WASHABLE POLYPROPYLENE NET

REMOTE CONTROL Type WIRELESS REMOTE

CONNECTIONS Drain (in) 1'' 1'' 1'' 1''

METERING DEVICE Type  CAPILLARY 

INDOOR FAN MOTOR
Type

Fan Speeds 3 3 3 3

CENTRIFUGAL FANS

REFRIGERANT
CONNECTIONS Liquid (in)

Suction (in)

3/8"

5/8"

3/8"

5/8"

3/8"

5/8"

3/8"

5/8"

Type FLARE

Range (BTU/H) 12,000 ~ 26,000 18,000 ~ 37,000 24,000 - 52,000 30,000 ~ 56,000


