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CERTIFICATE:

MODEL NO.

FEATURES

 

 
• Detachable spike with knockout included  
• Waterproof connectors included 

 

 
• TRF100088-C - 88W LOW VOLTAGE TRANSFORMER   
• TRF101120-C - 120W LOW VOLTAGE TRANSFORMER  
• TRF102300-C - 300W LOW VOLTAGE TRANSFORMER  

 
 
  
 

 
• TF106---75 - 75W TRANSFORMER PRO   
• TF106---150 - 150W TRANSFORMER PRO  
• TF106---300 - 300W TRANSFORMER PRO   

 
 
  
 

COMPATIBLE ACCESSORIES 

ACC142--------
Base Plate

ACC143--------
 6" Male to Male 

Extender 

1½" Female to Female 
Extender 

ACC140--------
Hat

DIMENSIONS

SPECIFICATION
Voltage: 12V AC/DC
Lumens: 360 
Power: 6W
IP Rating: IP65
Beam Angle: 22
Integrated LED: Yes
3CCT: 2700K/4000K/6000K
Dimensions:  2.4 inches (62mm)  
       Height without Spike: 4.75 inches (120.65) 
       Height with Spike: 10.5 inches (266.7mm)  
Dimmable: No
Lifespan: 25,000 hrs
Material: Aluminum housing
Lens: Glass     

Designed and Imported by Luminiz Inc. ―  194 Bentworth Ave, North York, ON, M6A 1P8, Canada ― (416) 494-6616 ― 1(855) LUMINIZ (5864649) ― www.luminiz.com ― info@luminiz.com

Environmental Operating Temp: -20ºC to 45Cº 

 

3CCT (2700K/4000K/6000K)

  CANNON 3CCT  

APPLICATIONS
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ACC141--------
Ground Spike Set

INCLUDED

 
• Used to wall wash, illuminate trees, facades 
and hedges   

 

NOT INCLUDED

ACC144--------

Compatible Transformers

  LOW VOLTAGE LANDSCAPE   


