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IMPORTANT SAFET Y INSTRUCTION
Read all instructions be fore installation or maintenance.
Retain for future references.

WARNING
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INSTALLATION INSTRUCTIONS

Turn power OFF from electrical panel before 
installation or maintenance.
DANGER: RISK OF SHOCK. TO AVOID POSSIBLE ELECTRICAL SHOCK, BE 
SURE THAT POWER SUPPLY IS TURNED OFF AT FUSE BOX/PANEL OR 
CIRCUIT BREAKER BEFORE INSTALLATION OR SERVICING FIXTURE.

WARNING: RISK OF FIRE OR ELECTRIC SHOCK. FOR USE WITH 12v 
AC/DC LOW VOLTAGE LIGHTING SYSTEM ONLY. TO BE INSTALLED BY 
LICENSED ELECTRICIAN ONLY.

TURN OFF ELECTRICAL POWER BEFORE MODIFYING THE LIGHTING 
SYSTEM IN ANY WAY. 

A. Cut a hole for the plastic sleeve or for concrete �x sleeve to the inside of the shuttering

B. Screw the body to the box.

C. Screw the cover to the body �rmly.

SS23013--WWC  | 2700K LED

SS23013--CWC    | 6000K LED

Product Specification

Material: Stainless Steel 304
Power: 3W
Integrated LED: Yes
Type of LED: Bridgelux
IP Rating: IP65
Lifespan(Hours): 25,000
Dimensions:  Steplight: W: 6.69" (170mm), H: 2.75" (70mm) 
                     Base: W: 1.6“ (41mm) L: 5" (127mm) H: 2.24" (57mm)
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