
Ski-Doo 850 Turbo silicone installation 

Accessing the install area

First you need to remove your hood. Remove the side panels from the sled by unclipping them 
and lifting them off. Next remove the temp sensor and the belt cover. There are two black #25 
Torx screws holding the dash on, once removed you can pop the dash out by lifting up from the 
front. You will unplug the dash and the headlights. Near the steering stem there are two more 
#25 Torx screws, remove these. On the front corners of where the side panels are #25 Torx 
screws you will remove. Lastly remove the rubber intake hose clamp on the clutch side. Pull and 
lift the hood forward and this will expose everything you need for the install.

Intake and or Charge tube removal (depending on the tubes being replaced)

Start by loosening all of the intake and charge tube clamps.

It is best to spray the tubes before removal with a light mist of soap & water mix. This allows the 
tubes to easily pull out of the sled.

Once the factory tubes are removed you can prep the new RPM hoses for installation. We 
recommend leaving the new clamps all the way loose but keeping them on the silicone for 
installation.

Hose Installation

If you have are replacing the Intake and Charge tube starting with the intake hose is best. Swab 
the hose and male side of each port with soapy water, push the hoses into place and align the 
clamps in their permanent spots. We recommend only slightly snuggin the clamps up while the 
residual water on the silicone between the clamps dries. Once dry, apply seating pressure and 
tighten the clamps. Seating pressure essentially is when you push the silicone against the turbo 
or air box to make the two surfaces meet and then tighten the clamps.



At this point you will re-install the hood. Swab the large intake part with water and slide the hood 
onto the machine and hood port onto the intake tube. You should secure the Torx bits first, 
THEN tighten the large intake hose clamp.

It is important to leave a ⅛” gap between the edge of the clamp to the end of the silicone.

Be sure to plug your headlights and dash back in and then re-secure the dash.

Re-install the belt cover and be sure to plug the belt temp sensor back in. At this point you can 
start the sled to verify everything is correctly installed.

Re-install the side panels and you are finished!




