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STEP 1:  Remove the wheel from your bike and deflate. STEP 2: Place your tire upright on a workbench or on the ground. With an 

overhand grip on the top of the tire, use your thumbs to press the side of the 
tire as close to the rim as possible and “break the bead”. (You will most likely 
hear a pop when the bead is broken) You only need to break the bead on ONE 
SIDE of the tire. 

  

STEP 3: Continue to push the entire side of the tire to the center of the rim. 
Then use a tire lever to pry the unseated side of the tire off the rim. 

STEP 4: Use shop towels to clean existing sealant from the inside of the tire 
and rim.  It does not need to be spotless, just remove as much liquid as you 
can. 
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STEP 5: Using just your hands, begin reinstalling the removed side of the tire 
and leave enough of the tire off to give yourself space to pour sealant into it. 
Proceed to rotate your tire so that the gap is at the bottom (6 o’clock 
position). 

STEP 6: Grab your bottle of Black Ox Tire Sealant and shake well. Invert the 
bottle 3 or 4 times to make sure all the particles are dispersed.  Pour the 
recommended amount for your tire size (see back of bottle) into the gap you 
left in the previous step.  

  
STEP 7: Rotate your tire so that the gap is now at the top (12 o’clock 
position) and reinstall the remainder of the tire onto the rim, using a tire 
lever if necessary.  

STEP 8: Using an air compressor, inflate your tire until the bead is fully seated 
on both sides of the tire. (You most likely will hear a loud pop when the bead 
is seated). Ensure that you do not exceed your tire and rims maximum 
pressure rating and set your tire to your desired riding pressure.  

Pro tip:  You might 

need to remove the 

valve core if you have 

difficulty getting the 

bead to seat.  This 

will provide more 

rapid air flow to 

expand the tire.  See 

UI-002 for more 

instruction on valve 

core removal. 

Pro tip:  You might 

need to inflate your 

tire to a higher 

pressure than you 

want for riding in 

order to get the bead 

to seat. 
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STEP 9: Reinstall the wheel on your bike and spin it freely to allow 
sealant to distribute evenly across the tire and seal any existing holes 
or imperfections in the tire casting. 

Step 10: Go ride your bike! Have fun! 

 

 

 

Pro tip:  You can 

check for any possible 

leaks around the 

bead or valve with a 

solution of soapy 

water. 


