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STEP 1:  Deflate the tire by depressing the valve stem. STEP 2:  Lay tire on a large trash can and use a tire lever to break the bead on 

only one side of the tire.  Push on the tire as close as possible to the rim. Push 
the entire circumference of the bead to the center of the rim bed to help 
loosen the tire on the rim. 

  
STEP 3:  Using 2 tire levers, pry a small section of the tire bead off of the rim, 
about 6-10 inches or enough to allow you to fit our injector hose into the tire 
and past the CushCore insert. 

STEP 4: Shake your bottle of Black Ox very well, inverting the bottle at least 4-
5 times throughout to ensure even distribution of sealing particles. 
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STEP 5: Remove cap and then remove seal from the bottle top.  Replace cap. STEP 6: Snake the injector tube into the sidewall and past the CushCore insert. 

  
STEP 7: Invert the bottle and squeeze the sealant into your tire, continuing 
to shake gently as you squeeze. 

STEP 8: Reinstall the tire bead onto the rim. 
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STEP 9: Without exceeding your tire and rim’s max pressure rating, 
inflate your tire with a compressed air source until the tire bead is 
set. Then set tire to desired riding pressure. 

Step 10: Rotate the wheel, while shaking vigorously, to ensure 
sealant coats the inside of the tire. 

 

 

Step 11: Ride like hell!  

 


