
New efficient software for LED pixel mapping, Live, Architectural

The art of Live video, LED matrix and Pixel integration with infinite graphic effect possibilities

Up to 255 universes, 130,560 channels, 43350 RGB pixels

High DVI resolution output of 1 310 720 pixels

Over 1000 effects and layers

We recommend using high quality lighting controllers with reliable and robust software and hardware. The equipment comes with a 5 year worldwide warranty. We offer excellent after-sales service, fast delivery and sufficient stock.

Free software downloads and updates

PIXXEM Features table Software

Lighting and video control solutions
Solutions de contrôle d’éclairage

Nouveau logiciel performant pour le mapping de LED, le Live et l’ Architectural

L’art de la vidéo Live, des matrices LED et de l’intégration de pixels avec des possibilités infinies d’effets graphiques

Jusqu’à 255 univers, 130 560 canaux, 43350 pixels RVB

Sortie haute résolution DVI de 1 310 720 pixels

Plus de 1000 effets et calques.

www.chromateq.com

WeChat: Chromateq

Mail: info@chromateq.com



Easy control from a mobile or tablet with the Wi-Light 2 APP.

Ethernet Port (LAN / WLAN / Internet)

Play back 2 DMX or 8 Art-Net universes in Stand-alone

Multiple Zones - Play 5 scenes at a time

Clock, Button, Contact, Infrared, RS232, UDP, DMX triggers

Micro SD card to save shows

Master/Slave for multi device connection 

Art-Net NODE mode (Art-net decoder)

Versatile CQSA-E 1024 Ethernet Standalone multi-protocol interface.

Port Ethernet (LAN / WLAN / Internet)

2 univers DMX ou 8 univers Art-Net en autonome

Zones multiples - Lecture de 5 scènes en même temps

Déclenchements : Horloge, Bouton, Contact, Infrarouge, RS232, UDP, DMX

Carte Micro SD pour sauvegarder les projets

Maître / esclave pour la connexion de plusieurs appareils 

Mode Art-Net NODE ( décodeur Art-net )

Contrôle facile à partir d’un mobile avec l’application Wi-Light 2 APP.

The CQSA-E is the essential tool designed to meet the widest range of lighting projects

Interface CQSA-E 1024 Ethernet, Autonome et multi-protocole  


