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 1 FASTENING SLEEVE

 2 AUXILIARY HANDLE

 3 MODE SELECTION: 4 FUNCTIONS

4 LED WORKLIGHT

5 DUST CAP

6 DRILL Ø8 / Ø10 / Ø12x150mm
POINTED CHISEL: 250mm  
FLAT CHISEL: 14x250mm
(SDS-PLUS TYPE)

5

4

LED WORKLIGHT

40V 
RATED VOLTAGE
NOMINALE SPANNING
TENSION NOMINALE
NENNSPANNUNG
TENSIÓN NOMINAL
TENSIONE NOMINALE

0-1050min-1

ROTATION SPEED
TOERENTAL
VITESSE DE ROTATION 
DREHZAHL 
VELOCIDAD DE ROTACIÓN 
VELOCITÀ DI ROTAZIONE

0-4800 strks/min
IMPACT RATE
SLAGFREQUENTIE 
VITESSE DE FRAPPE
SCHLAGSCHRAUBEN
VELOCIDAD DE IMPACTO
COLPI AL MINUTO

5J
IMPACT FORCE
IMPACTKRACHT
FORCE D’IMPACT
SCHLAGKRAFT
FUERZA DE IMPACTO
FORZA DI IMPATTO

SDS PLUS-type
CONNECTION TYPE
AANSLUITINGSTYPE
TYPE DE CONNEXION
ANSCHLUSS TYP
TIPO DE CONEXIÓN 
TIPO DI CONNESSIONE

26mm
DRILL CAPACITY CONCRETE
BOORCAPACITEIT BETON
CAPACITÉ DE FORAGE BÉTON
BOHRLEISTUNG BETON
CAPACIDAD DE TALADRADO CONCRETO
CAPACITÀ DI PERFORAZIONE CEMENTO

1

AND COMPATIBLE 
WITH

POWDP15680

HAMMER
DRILL

BOORHAMER - MARTEAU PERFORATEUR - BOHRHAMMER
MARTILLO PERCUTOR - TRAPANO A PERCUSSIONE
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Box (piece)

Our +50 years of experience guarantee a professional and high quality service.

HAMMER DRILL 40V - POWDP15680
This cordless 40V hammer drill from Dual Power offers 4 different 
functions: drilling, hammer drilling, chiseling and rotary chiseling. Thanks 
to its impact force of 5 joule, this hammer drill is suitable for heavier 
drilling- and demolishing chores in stone, concrete and brick.

The hammer drill is equipped with a durable brushless motor. This motor 
requires little maintenance and has a long lifespan. It also prolongs the 
battery runtime with up to 50%, compared to regular brushed motors. 
The powerful motor provides up to 4800 impacts per minute.

The Ø20mm SDS-plus type chuck is compatible with all common SDS-plus 
type drills and chisels. A selector switch allows to switch in between the 
hammer drill’s functions. The switch’s lock button prevents the operation 
mode from changing involuntarily. It is also equipped with a depth stop, 
which provides the necessary precision.

The hammer drill’s LED work light provides plenty of light to work in 
poorly lit areas. To guarantee the user’s safety, a slipper clutch has been 
implemented. When drills or chisels get blocked during use, the slipper 
clutch stops the engine to prevent damage or injury. The hammer drill is 
also equipped with an auxiliary handle. Its position can be adjusted for a 
perfect grip an control in all situations.

Including 3 SDS-plus type drills, 1 SDS-plus type flat chisel, 1 SDS-plus 
type pointed chisel and 1 dust cap.

Separate battery and charger
The battery and charger are not included. They are sold separately and 
are compatible with the whole Dual Power range.

Which Dual Power batter is compatible?
This 40V hammer drill is only compatible with the 2x20V Dual Power 
batteries.

ACCESSORIES COMPATIBLE WITH POWDP15680

BATTERY 2x20V FOR 20V/40V TOOLS
5.0Ah/2.5Ah – PREMIUM CELLS

BATTERY 2x20V FOR 20V/40V TOOLS
8.0Ah/4.0Ah – PREMIUM CELLS CHARGER CHARGER + BATTERY 2x20V 

5.0Ah/2.5Ah – PREMIUM CELLS

POWDP9037 POWDP9040 POWDP9051 POWDP9064

+

TECHNICAL SPECIFICATIONS POWDP15680 FEATURES BOX CONTENT SYMBOLS

Rated voltage 40V • Soft grip
• SDS-PLUS type
• 4 functions: 

drilling / hammer drilling 
chiseling / chisel rotation

• LED worklight
• Brushless motor

1x hammer drill

Rotation speed 0-1050min-1 1x auxiliary handle

Impact force 5 Joule 1x manual

Impact rate 0-4800 strks/min 1x drill Ø8x150mm
1x drill Ø10x150mm
1x drill Ø12x150mm
1x pointed chisel: 250mm
1x flat chisel: 14x250mm
1x dust cap / 1x depth stop

Max capacity Steel: 10mm
Wood: 25mm
Concrete: 26mm

WWW.DUAL-POWER.COM
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