
Greyback   Fenris   Complete   Set   
Assembly   Instruc�ons   

  

Dear   Customer,     

Thank   you   for   purchasing   the   complete   set!   We   would   like   to   give   you   some   setup   �ps.   Please   follow   
these   steps,   so   that   you   can   complete   the   first   successful   sessions   with   your   new   bow   as   quickly   as   
possible.   

1.   Adjustment   of   the   Bow   
The   Greyback   bow   can   be   extensively   adjusted   in   terms   of   draw   resistance   (30   to   70   pounds)   and   draw   
length.   While   the   resistance   is   already   preset   to   fit   well,   the   draw   length   is   set   too   long.   If   you   do   not   set   
it   to   a   lower   value,   the   set   will   not   shoot   well,   because   the   bow   will   not   fall   into   the   "Let   Off"   posi�on   (i.e.   
it   is   difficult   to   keep   it   taut   when   fully   extended).   We   recommend   choosing   a   length   of   25   inches.   This   is   
the   second   shortest   se�ng   the   bow   allows   (12   steps   from   24.5   to   30   inches).   



To   change   the   extension   length   you   have   to   change   the   posi�on   of   the   two   crescents   on   the   cams   
(eccentric   wheels).   To   do   this,   you   must   remove   the   upper   Allen   screw   and   loosen   the   lower   one.   Then   
you   can   turn   the   crescent   to   the   new   posi�on   (as   shown   in   the   picture   to   posi�on   "2").   If   you   find   the   
pull-out   too   short   you   can   easily   readjust   it   later.   It   is   essen�al   that   you   set   BOTH   crescents   (top   and   
bo�om)   to   the   same   posi�on.     

  

    

2.   Adjustment   of   the   Pull-out   Stopper   on   the   Fenris   
The   pull-out   stopper   should   definitely   be   a�ached   and   must   be   in   the   correct   posi�on   (matching   the   
pull-out   length   of   the   bow).   Otherwise   the   bow   will   "swing   through"   a�er   the   shot   is   fired.   For   the   
recommended   draw   length   of   25",   the   stopper   must   be   in   the   third   posi�on   as   shown   in   the   picture.   



  

    

3.   Mounting   the   Bracket   
The   bracket   is   screwed   to   the   bow   from   the   back   side.   Mount   it   with   the   "curved"   side   up   and   push   it   as   
far   as   possible   in   the   direc�on   of   the   string,   as   shown   in   the   picture.   Tighten   the   two   screws.   

The   use   of   the   enclosed   small   "protec�ve   padding"   is   op�onal.     

  

    

4.   Inserting   the   Fenris   Magazine   
Loosen   the   knurled   “thumb”   screw   on   the   handle/trigger   of   the   Fenris   magazine.   Then   pull   out   this   
handle   with   the   trigger   and   put   everything   aside.   Now   the   string   channel   is   free   and   you   can   push   the   



magazine   into   the   guide   rollers   and   bring   the   string   into   the   channel.   Now   put   the   handle   back   in   place   
and   secure   it   with   the   knurled   screw.     

       

5.   Adjusting   the   String   Distance   
Now   adjust   the   distance   of   the   magazine   to   the   bow.   Ideally,   the   string   should   run   completely   free,   i.e.   it   
should   not   touch   any   of   the   side   walls   of   the   channel.   In   the   picture   the   string   is   too   far   to   the   right   and   
rubs   slightly.     

  

Now   loosen   the   four   Allen   screws   that   fix   the   side   beams   of   the   holder   (two   each   on   the   front   and   back).   
Adjust   the   posi�on   by   moving   the   holder   in   the   slo�ed   holes   un�l   the   string   runs   cleanly   through   the   
channel   without   rubbing.   Now   �ghten   the   screws.     



  

The   magazine   should   now   slide   very   easily   forwards   and   backwards.     

6.   Mounting   the   Laser   Sight   
First   mount   the   holder   in   the   designated   posi�on   at   the   front   of   the   magazine,   using   the   two   Allen   
screws.   Then   push   the   laser   into   this   holder.   Turn   it   so   that   one   of   the   two   adjustment   screws   points   
downwards   and   the   other   one   points   to   the   side.   Then   carefully   put   the   two   small   grub   screws   into   the   
holder   and   clamp   the   laser   firmly.     

  

    

  

By   means   of   the   two   adjustment   screws   you   can   later   align   the   laser   op�mally.   A�en�on,   the   adjustment   
is   very   sensi�ve.   At   a   distance   of   10   meters,   a   quarter   turn   is   sufficient   to   move   the   laser   by   about   20   cm.   



7.   Mounting   of   the   Optional   Retaining   Holder   
ATTENTION:   Only   possible   with   right   hand   bows!   

With   this   addi�onal   op�onal   product   you   can   hold   the   drawn   out   bow   addi�onally   with   the   index   finger   
of   the   bow   hand.   The   holder   can   be   mounted   in   various   posi�ons   and   has   addi�onal   slots   for   further   
movement.     

We   recommend   to   mount   it   in   such   a   way   that   there   is   a   distance   of   about   2   cm   between   the   bow   handle   
and   the   holder   when   fully   extended   (up   to   the   stop).   In   this   way   you   can   avoid   jammed   index   fingers,   but   
you   can   always   put   your   index   finger   around   the   holder   and   hold   it   there.     

For   the   extension   length   recommended   here   you   should   mount   the   holder   as   shown   in   the   picture.     

  

8.   Loading   the   Arrows   
To   insert   the   arrows,   first   swivel   the   magazine   holder   to   the   upper   le�   into   the   rest   posi�on.     

     

Then   place   the   arrows   into   the   magazine.   Note:   The   nocks   of   the   arrows   have   small   guide   grooves   on   the   
right   and   le�.   These   prevent   the   arrows   from   moving   and/or   twis�ng   in   the   magazine.   To   do   this,   



however,   the   arrows   must   be   inserted   exactly   into   the   guide   grooves   and   not   too   far   forward.   Make   sure   
that   the   inserted   arrows   are   exactly   one   above   the   other   and   cannot   be   pushed   forward.     

9.   Testing   
Now   it   is   �me   to   test   the   Greyback-Fenris!   Set   up   a   nice,   safe   test   area   and   place   your   arrow   mat   in   such   
a   way   that   nobody   can   be   endangered.   Pull   out   the   bow   and   check   if   everything   feels   good.    

10.   Fine   Tuning   
Now   you   can   shoot   in   the   laser   and   if   you   wish,   you   can   also   adjust   the   power   of   the   bow.   For   more   
pull-out   force   you   have   to   screw   in   the   two   big   allen   screws   at   the   ends   of   the   throwing   arms   deeper   
(clockwise),   for   less   pull-out   force   you   have   to   loosen   the   screws.     

*A�en�on*:   The   two   screws   must   be   screwed   in   equally   �ght/deep!     

      

    

If   you   have   any   addi�onal   ques�ons,   please   reach   out   to   us:   

info@gogun.co   

  

Or   visit   our   website:   

gogun.co   
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