
Technical Sheet 
ALL PURPOSE SHORTENING

Product Description
Edible solid vegetable oil completely refined.

Ingredients
Refined and deodorized mix of palm oil and fractions. TBHQ or BHT as antioxidant.  Dimethyl- 
silicone, an antifoam agent added.

Benefits and applications
       An excellent general purpose shortening that can be used in a wide range of foods items,                      
       deep fat frying and cooking.
       High smoke point and stability.
       A wide plastic range makes it deally suited for bread, cakes, cookies and other baking                              
       applications.

Physical and Chemical Characteristics 

Characteristics 

Fat Content, in %                                                                       99.9         Minimum
Humidity, in %                                                                           0.05         Maximum
Peroxide Value (meq O2/Kg)                                        0.5      Maximum   (In Factory)                                                                                                                         
                                                                                        1.0      Maximum (Out of Factory)
Free Fatty Acid, as Palmitic %                                                  0.08    Maximum
Color, Lovibond                                                                       Red   2.5   Maximum 
Slip Melting Point, °C                                                                               38  -  40 
Smoke Point,  °C                                                                                            222.0 
Solid Fat Content (%) by Bruker NMR (AOCS Method Cd 16b - 93)
                        @ 20 °C                                                                               31  -  35                         
                          @ 30 °C                                                                               13  -  16                             
                          @ 35 °C                                                                                 8  -  11                         

Specification

Storage
To preserve the Shortening characteristics intact, it is recommended to store under the following 
conditions:
     Store in a cool and relatively dry place with ambient temperature below 35 °C  and humidity   
     below 60%.
     Stock 4 boxes maximum on top of each other.
     Use first the product that has been stored for the longest period of time.
     Do not store directly on floor, preferably use wooden platforms.

Shelf Life
Shortening lasts one year after packing date, as long as kept and stored under the recommended 
conditions.    
Presentation
     50 lbs blocks, in polyethylene bag within outside corrugated cardboard box.
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