
SU-MBUX-6CH  
vehicle specific cable harness for Mercedes with NTG6 and 7 without Soundsystem and „Advacend/Midline“ Soundsystem
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Car specific Mercedes

Year of 

manufacture
>2020

MBUX X

No 

Soundsystem
PAmplifier compatibility

additional 

products
Attention

Pico 4|8 No No

Pico 6|8 P No

Pico 8|10 No No

Pico 4 /Pico4SA No No

ONE 130.4 DSP No No



soundup cable guide

Base Audio Advanced/Midline

SU-MBUX-6CH

for the correct function the

Soundsystem

F Ü R  E I N E N  M A S S E A N S CH L U S S  NI E M A L S  

nicht von einer scharfen Kante aufgeschnitten wird. USE THE CORRECT ACCESSORY PARTS AND 
FOLLOW THE INSTALLATION INSTRUCTIONS. Be sure 
to use only specified accessory parts. Using other 

USARE FUSIBILI DI RICAMBIO DI ADEGUATO 
AMPERAGGIO. Altrimenti potrebbero derivarne incendi o 
scosse elettriche.

Autosense power-on

TECHNICAL SPECIFICATIONS

JUMPER SETTINGS

WARNING: any other jumper configuration is NOT allowed
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remove all jumpers
input 5 and 6 to lowlevel:

pico 6|8 must be set to

from input 5 and 6

Connect plugs a and b as 
shown if  sound system a

is installed:

Connect plugs a and b as 
shown if  sound system no

is installed:

A to B A to A


	Seite 1
	Seite 2

