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PM-680 IVERLINER
 

 

WINTERIZING  
 
PM-680 IVERLINER: Universal algaecide compatible with liner pool and pools 
equipped with salt electrolysis. It prevents algae growth, decomposition of water 
and also prevents dirt and scale from building up on the walls and shell pools 
(made of liner, fiberglass or polyester). This product is free from metallic ions that 
may cause stains or scale deposits. It remains active for 6 months but may be 
applied another time after 3 months if needed. It can be applied regardless of the 
temperature. 
 
 
 

 
METHOD OF USE AND DOSAGE 
 
Pools that will be closed: 
- Clean and brush the pool. 
- Adjust pH to 7.2 and 3 ppm of chlorine.  
- Add 5 L/100 m

3
 of water by pouring directly on 

the pool. 
- Leave the filter running for 8 hours. 
- Repeat the operation after 3 months 

 
Pools that will be working: 
- Add 2 L/100 m

3
 of water 

- Leave the filter running for 2 – 4 hours per day 
with 0.5 ppm of free chlorine.  

- Repeat the operation after 3 months. 
 
 
PHYSICAL PROPERTIES 
- Appearance: colourless liquid 
- Odor: slightly characteristic 
- Density: 1.060 - 1.085 g/cm

3
 

- pH <1 
- Water Solubility: miscible in any proportions 

  
 
 
 
 
 
 
 
 
 
 
 

 
HAZARDS AND PRECAUTIONARY STATEMENTS 
 

- Causes severe skin burns and eye damage 
- Very toxic to aquatic life. Harmful to aquatic 

life with long lasting effects. 
- Keep locked up and out of the reach children. 
- Wear protective gloves/protective 

clothing/eye protection/face protection. 
- IF IN EYES, wash with plenty of water and 

get medical advice/attention. 
- IF ON SKIN: rinse immediately with plenty of 

water. 
- In case of accident or if you feel unwell seek 

medical advice immediately (show the label).  
- Dispose of contents/container to 

local/regional/national/international 
regulations. 
 
 

PACKAGING 
  
Packed in 1.2, 5 and 25 Kg 

 
 
 

 
 
 


