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2. Connect the Fuse Tap

1. Prep the surface.

RED WIRE: Use a crimp tool or plyers to attach the red wire from the wire harness to the butt 
end of the red wire on the add-a-fuse. A fuse ensures your lights are protected from a power 
surge.

BLACK WIRE: connect to the frame chassis in the engine bay or the negative terminal of the 
battery.

Plug the fuse tap into your fuse box (most commonly used spot is the accessory fuse spot located 

Clean the inside of the grille insert, remove any dust, dirty, debris or other particles. For best 
results, use an adhesion promoter wipe as a final prep.

4. Install in the grille marker light voids.
Guide the marker light housing into the holes in the grille until you line up the edges evenly. 

The permanent adhesive takes 36 hours to fully cure. Don’t mess up the bond.   

3. Apply 3M tape to the light housings.
Apply a piece of the provided 3M tape to the top of the wings. (6 total)

Installation can be done without the removal of the bumper assembly. For easier access to the back of the heritage 
grille remove the 3 bolts keeping the active grille shutter in place. For best results, install with your pro grille sepea-

rately before completing the grille swap. Remember to disconnect the negative terminal before doing any elecetrical 
work on your truck. These lights are designed to work even when/if water enters inside the lens.  

Please reach out to us at raveoffroad.com/contact if you have any issues.
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