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2. Connect the Fuse Tap

1. Prep the surface.

3. Take note of the left side marker light.

RED WIRE: Use a crimp tool or plyers to attach the red wire from the wire harness to the 
add-a-fuse. (ALWAYS USE A FUSE to protect your lights)

BLACK WIRE: connect to the frame chassis in the engine bay or the negative terminal of the 
battery.

Plug the fuse tap into your fuse box (most commonly used spot is the accessory fuse spot located 
directly above the 5A ENG-IGR NO. 1) *usually comes unused from the factory

Thoroughly clean the inside of the grille insert with a dish soap and water. Rinse and dry well. 
This creates a clean surface for the 3M VHB tape and promotes a permanent bond. 

1 of the 3 marker light housings is slightly shorter than the others. This light must be installed 
above the “T” in the heritage grille “TOYOTA” letters.

4. Install in the grille marker light voids.
Carefully remove the red adhesive protection film and slowly guide the marker light housing 
into the holes in the grille until you line up the edges evenly. Place upward pressure on the 
housing wings going towards the top of the grille to promote adhesion. Do not put push down 
on the top of the lights after installed to test the adhesion strength. The permanent adhesive 
takes 36 hours to fully cure. Don’t mess up the bond.   

Installation can be done without the removal of the bumper assembly. For easier access to the back of the heritage 
grille remove the 3 bolts keeping the active grille shutter in place. For best results, install with your pro grille sepea-

rately before completing the grille swap. Remember to disconnect the negative terminal before doing any elecetrical 
work on your truck. These lights are designed to work even when/if water enters inside the lens.  
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