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NOTE:

1. MODEL VIEWS MAY NOT REPRESENT EXACT MODEL PURCHASED
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ASSEMBLY TEMPLATE

NOTE:

1. COMPONENTS VARY WITH STYLE OF TABLE PURCHASED.
1.1. TWO STATION - 64"W X 28"D X 32 14"H, FOUR STATION - 64"W X 54"D X 32 14"H.
1.2. FRAME COLORS:

1.2.1. BLACK, WHITE, CARROT, LIME, AQUA, SILVER, LIGHT GREY, OR DARK GREY.
1.3. TOP SELECTIONS:

1.3.1. 21
4" MAPLE BUTCHER BLOCK.

2. **XX** INDICATES ITEMS THAT MAY NOT COME WITH UNIT (DEPENDING ON MODEL
PURCHASED).
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WBML SERIES

STEEL WORKBENCH
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ASSEMBLY COMPONENTS
ITEMS INCLUDED PART # PART DESCRIPTION QTY

LEG VARIES LEG,STEEL,23-1/2X30,(COLOR VARIES) -
475 2

BRACE VARIES BRACE,STEEL,4 FOOT,(COLOR VARIES) -
73 CHAN 2

HARDWARE 20-0050 FLEXIBLE - 4824363 - HARDWARE 1

TOP VARIES TOP,( STYLE AND SIZE VARIES) 1

**VISES** 234708 VISE - SHAIN CUSTOM VISE WITH LOGO VARIES

TOOLS REQUIRED
1
2" WRENCH

1
2" SOCKET AND TORQUE WRENCH - OPTIONAL

DRILL
7

32" DRILL BIT
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ASSEMBLY TEMPLATE

NOTE:

1. TO INCREASE OR DECREASE HEIGHT OF TABLE; REMOVE BOLTS
FROM BRACES AND LEGS. PULL UP OR PUSH DOWN ON
ADJUSTABLE LEG. FIND DESIRED HEIGHT AND PLACE BRACES AND
BOLTS BACK INTO POSITION.
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WBML SERIES

STEEL WORKBENCH
ASSEMBLY INSTRUCTIONS

REV A3 OF 10NTS

EMK 1/22/18

NAMEDATEDESCRIPTION ECN NO.

STEP 1:

 ADJUST HEIGHT OF LEGS IN DESIRED LOCATION (SEE NOTE
FOR CLARIFICATION).

 ATTACH BRACES TO THE LEG ASSEMBLIES WITH HARDWARE
PROVIDED.

 MAKE SURE EACH BOLT IS ON TIGHT!

BRACE - TYPICAL

LEG ASSEMBLY - TYPICAL

TO ADJUST HEIGHT, PULL
UP OR PUSH DOWN ON

TOP BRACE
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ASSEMBLY INSTRUCTIONS
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NAMEDATEDESCRIPTION ECN NO.

STEP 2:

 PLACE TOP ONTO TABLE WITH PROPER OVERHANG
(CENTERED ON TABLE).

 USING A 7 32" DRILL BIT, PRE-DRILL HOLES INTO TOP
FROM THE SLOTS LOCATED ON EACH STEEL ANGLE.

 USING A 12" WRENCH OR 12" SOCKET AND TORQUE
WRENCH, ATTACH TOP TO STEEL FRAME WITH
HARDWARE PROVIDED.

TOP

CLOSE UP OF TOP ASSEMBLY SHOWN

**NOTE**
SPACE SCREWS ACCORDINGLY

PER QUANTITY SUPPLIED
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STEP 3:

 IF YOUR TABLE HAS VISES (WBML4 UNITS),
ATTACH VISES TO TOP.

 PLACE TABLE IN DESIRED LOCATION.

COMPLETE UNIT  SHOWN
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Butcher Block (Varnished Tops) Maintenance & Repair

SPILLS 
 • Be sure any spills are cleaned up immediately. Excessive moisture and certain chemicals allowed 
� � ��������������	�
����������������������������

� �����������
���������
�����������
����������������������������������

� �� ���
��
�������������������������������������������������������
�����	�
���������������
���
���
� � ������������������������	�
�������
���������
���������
���
��
������
����������������	�
���
� � ��������������������������

SCRATCHES & DENTS
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HUMIDITY GUIDELINES
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  recommended installation practices that allow your Butcher Block to move with the conditions and 
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Example: If conditions in a warehouse are 60% relative humidity at 50 degrees. Fahrenheit Dry wood will pick 
up moisture until 11.2% is reached, regardless of wood species and initial moisture content.


