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CALACATTA CALDIA
Quarried in the Apuan Alps outside of Carrara, Italy, this brecciated marble’s milky-white clasts are suspended 

in a grey-taupe background. Offered in 3cm thickness with a polished finish and 12x24 honed field tile. 
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CALACATTA CALDIA

COUNTER 
TOP

Yes

NOTE S

INTERIOR 
FLOOR

Commercial 
Light/Medium

SHOWER 
WALL

Yes, 
including 

steam 1

EXTERIOR 
FLOOR

No

EXTERIOR 
WALL

Yes,
non-freeze

thaw

POOL/
FOUNTAIN

FIREPLACE
SURROUND

SHOWER 
FLOOR

Yes, 
including 

steam, mosaic 
formats only 1

INTERIOR 
WALL

All

APPLIC ATIONS

LAYOUT

No

INSTALLATION 
INSTRUCTIONS

A.T. 
Guidelines

SEALER

AquaMix 
Sealers 

Choice Gold

GROUT

Mapei 
Keracolor 

Unsanded 3

GROUT 
JOINT

1/16" Min.

MEMBRANE

Mapei 
Mapelastic 

AquaDefense

CAULK

Mapei 
Keracaulk 
Unsanded

SETTING 
MATERIAL

Mapei 
Kerabond 
White w/

Keralastic  
Additive 2

CLEANER

AquaMix 
Concentrated

INSTALL ATION/MAINTENANCE AVAIL ABLE S IZE S

DRY
 LAYOUT

Recommended

VARIATION

WATERJET

SADDLE

FIELD

FINISH

CARPET CUTTING

MOSAIC

VANITY TOP

TAILORED TO 
CUSTOMIZATION

No Yes

V1 V2 V3 V4

1 Showers: Product MUST be installed in accordance with current TCNA Handbook Stone Methods.
2 Alernate Mortar -Mapei Granirapid White 2-part System 
3 Alternate Grout - Mapei Ultracolor Plus FA

Tech Notes: White mortar is recommended for natural stone.

Honed

12" × 24" × ⅜"
(2 sf/unit) 

Honed Aris Edge Field Tile

QR CODE

1 1/4” (3CM) 
Honed Slab


