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PATINA
Ancient stone edifices are often marked by well trodden, beautifully worn stone. Unlike most materials, 

natural stone becomes finer with use, developing a luxurious patina that speaks of ages underfoot. 

Unfortunately, this well-worn beauty literally takes ages to achieve. Patina from Artistic Tile takes the waiting 

out of the process, recreating the soft undulating texture of well aged stone through an intensive hand 

process. The result: a luxurious, flowing, lovely surface, ready for your walls today, no waiting necessary.
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PATINA

COUNTER 
TOP

No

NOTE S

INTERIOR 
FLOOR

Medium  
Traffic 

Commercial

SHOWER 
WALL

Yes, 
including 
steam 2

EXTERIOR 
FLOOR

No

EXTERIOR 
WALL

Yes, 
non-freeze 

thaw 4

POOL/
FOUNTAIN

SHOWER 
FLOOR

Yes 3

INTERIOR 
WALL

All 1

APPLIC ATIONS

LAYOUT

No

INSTALLATION 
INSTRUCTIONS

TCNA 
Handbook

SEALER

AquaMix 
Sealer’s 

Choice Gold

GROUT

Mapei 
Keracolor 

Sanded

GROUT 
JOINT

1/8"
minimum

MEMBRANE

Mapei 
Mapelastic 

AquaDefense

CAULK

Mapei 
Keracaulk 

Sanded

SETTING 
MATERIAL

Mapei 
Ultraflex 2 

White

CLEANER

AquaMix 
Concentrated 
Stone & Tile 

Cleaner

INSTALL ATION/MAINTENANCE FIELD TILE

DRY
 LAYOUT

Required

No

VARIATION 5 

V1 V2 V3 V4

1 All, except Bianco Antico not recommended for wet applications. 
2 Bianco Carrara only. Bianco Antico not recommended.
3 Yes, cut into mosaic formats. Bianco Carrara only, Bianco Antico not recommended.
4 Bianco Carrara only.
5 Bianco Carrara - V2, Bianco Antico - V3.
  The antiquing process will result in edges that appear chipped as a result of the antiquing process.
  

Undulated Surface, Straight Edge

16" � 16" � 3/8"
Bianco Antico

16" � 16" � 3/8"
Bianco Carrara - Special Order Only


