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CALACATTA VIOLA MARBLE

¾” (2CM) HONED

SL AB

NOTE S

QR CODE LINK

MARBLE

ORIGIN VARIATION

V1 V2 V3 V4

COUNTER 
TOP

Yes

INTERIOR 
FLOOR

Light/Medium 
Traffic 

Commercial

SHOWER 
WALL

Yes, 
including 
steam 2

Yes, 
including 
steam 2

EXTERIOR 
FLOOR

No

EXTERIOR 
WALL

No

POOL/
FOUNTAIN

FIREPLACE
SURROUND

SHOWER 
FLOOR

INTERIOR 
WALL

All

APPLIC ATIONS

No Yes

WATERJET

SADDLE

FIELD

CARPET CUTTING

MOSAIC

VANITY TOP

TAILORED TO 
CUSTOMIZATION

ACID
SENSITIVITY

High 1

INSTALLATION/
MAINTENANCE

INSTALLATION 
INSTRUCTIONS

NSI DSDM

SETTING 
MATERIAL

Ardex WA 
Epoxy

1 This material is highly sensitive to acids. When used as a kitchen countertop, acid etching will be highly visible. Do not use this material if acid etching is a concern. For kitchen   
 countertops we recommend a honed finish. Expect material to patina over time and create a beautiful rustic/antique look. 
2 Showers: Product MUST be installed in accordance with current TCNA Handbook Stone Methods. The NSI recommends installing resin-backed stone with epoxy-based setting 
materials or a combination of suitable primer and cement-based mortar. Consult your setting materials manufacturer for specific recommendations.

Quarried in Italy

A beautiful variety of classic Calacatta, Viola’s creamy white clasts float inside a rich red wine background. Sourced from 

one of Italy’s oldest quarries. Stocked in 3/4” (2cm nominal) thickness in leather, honed, and polished finishes.


