LILAC SLAB

A white Turkish marble with black and violet veining and an overall purplish hue.
Available in polished and honed finishes, 3/4” (2cm nominal) slab.
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APPLICATIONS INSTALLATION/ TAILORED TO
MAINTENANCE CUSTOMIZATION

ACID COUNTER INTERIOR INTERIOR SHOWER SHOWER EXTERIOR | EXTERIOR POOL/ |FIREPLACE SETTING INSTALLATION FIELD
SENSITIVITY TOP FLOOR WALL WALL FLOOR FLOOR WALL FOUNTAIN |SURROUND MATERIAL INSTRUCTIONS
SADDLE
c ial Yes, Yes,
High' Yes ~ommercia Al including including No No No Yes Ardex WA Epoxy | NSI DSDM? VANITY TOP
Light/Medium A 2
steam steam WATERJET

VARIATION QR CODE LINK

HEH MARBLE

Quarried in Turkey ! ' 3/4”(2cm) Nominal Honed

NOTES

!'This material is sensitive to acids including those commonly found in kitchens. Acid etching occurs in many stones, but may be less visible on lighter colors and on surfaces with a honed
finish. A professionally applied surface treatment like MORE™ AntiEtch™ can prevent acid etching.

2Showers: Product must be installed in accordance with current TCNA Handbook stone methods.

3The NSI recommends installing resin-backed stone with epoxy mortar or a combination of suitable primer and cement-based mortar. Consult your setting materials manufacturer for
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