
 

 

TankTop Cover 
Planter Base with Mailbox Kit  

 

This instruction manual provides guidelines on how to set up the Planter Base in addition to the 
Wooden Mailbox Post. It covers prepping your area as well as the steps needed to secure the 
well in the way in which the product is intended to be used. Steps may change according your 
unique situation.   

  

Basic Assembly Manual 



 

  

This product is made of polyethylene, wood, and recycled plastics. It is designed to be an 
aesthetically pleasing décor element, serve a practical purpose and last for years to come.   

For safety reasons, you may assemble this unit away from the road and move to its final 
location when finished.   

Supplies 
Gather the following items to make prep work and assembly easier: 

� The two boxes that this product comes in.   
� Drill 
� #25 Torx Screw Bit 
� 24" level (if your level is not 24” long, get a 24” 2x4 and place your level on that) 
� 50-100lbs of clean gravel. 
� dirt shovel 
� list of local regulations for mailbox height, distance from roadway, rules and regulations 

to follow. 
  

Prep Instructions 



 
 

Step 1) Locate the smallest post (1st Post).  In the top of the basin, there are 3 holes.  Slide this 1st post 
into one of the smaller holes.  Make sure that the thin end of the post goes down and the think end 
overhangs the inside of the basin.  Slide the post down until it contacts the bottom of the basin.  

Step 2) Locate the longest post (2nd Post).  Slide this 2nd post into the matching hole.  Make sure that 
the thin end of the post goes down and that the overhang is on the inside of the basin. Slide this 3rd 
post all the way until it touches the bottom of the basin.  

Step 3) Take the 3rd Post and place it in position.  Both the 2nd and 3rd post have a grove cut into the 
side. When placed together they form a cross.  The longer end of the 3rd post should rest perfectly on 
the 1st post.    

 

 

  

 

 

 

 

Step 4) On top of where the 1st Post meets the 3rd post, there are some pre drilled holes. Using a drill 
and torx drill bit, drive the 6" long torx screws straight into the pre drilled holes.  Tighten until the 
screws are flush. 

Step 5) Where the 2nd and 3rd Post meet, there are more pre drilled holes.  Drive the 3" torx screws into 
these holes and tighten until the screws are flush.   

Step 6) As pictured below, use four 1.5" torx screws and the pre drilled holes to attach the Colonial 
Braces into the corners where the different post meet.  A brace should go in 
the following locations:   

1) Inside bottom corner where the 1st and the 3rd post meet. 
2) Inside upper corner where the 2nd and 3rd post meet. 
3) Outside bottom corner where the 2nd and 3rd post meet. 

Finally, screw the gothic post cap onto the top of the 2nd post.  Once the 
Mailbox kit has been fully assembled you may remove it from the basin. 

Mailbox Kit Assembly 



  

 

With the Wooden Post Assembly removed, we are ready to put the basin into its permanent location.  
You will need to check with your local post office as to the desired height of mailbox. If the Post office 
gives you a range you can use, then a typical mailbox is 42" from pavement to the bottom of mailbox 
and the front is flush with the edge of the curb or end of the road.  

Step 7) Set the basin in the desired location and check to make sure it is level. If needed, remove the 
basin and use a shovel to make the ground level.    

Step 8) Slide the Wooden Post Assembly back into the basin and checked for the desired height.  If the 
top of the 3rd post is above what your local Post Office requires, you will need to trim the bottom of the 
Post Assembly. Remove the Wooden Post Assembly from the basin.  However much you exceeded the 
Post Office’s limit will have to be cut off the bottom of the 1st and 3rd post.  Example, if the limit is 42” 
and you measured 45”, you will need to cut 3” off the bottom of the 1st and 2nd post.  Make sure that the 
cuts stay even so that the mailbox stays even.  Place the Wooden Post Assembly back into the basin 
when finished. 

Step 9) Use a level on everything and in every direction.  If anything needs to be adjusted, do it now.   

Step 10) Use two 1.5" torx screws and secure the post in 
place to the basin.  There are two predrilled holes on the 
inside of the basin (pictured right).  Repeat for both posts. 

  

 

 

 

Step 11) Put about 12 inches of gravel inside the basin to keep the basin in place.   

Step 12) Put the two included black planters in place and fill as desired. 

Step 13) Attach a Mailbox to the end of the 3rd post (Mailbox hardware is NOT included)   

Step 14) Take Pride in a job well done. 

 

 

Put into Permanent Location 


