
 

4 Stage Wall Mount Reverse Osmosis 

1. Isolate water from unit by turning the Ball Valve to the off position 

(Diagram 1). 

2. Placing a towel underneath the water purification system to catch 

any residual water, unscrew both Housings (Diagram 2) and take out 

the old Cartridges. 

3. Clean and rinse out the Housings thoroughly (you may use a sterilizer 

solution to sterilize the system) and place the new Cartridges in.       

Install the PWS-P1 Cartridge (Diagram 3) on the inlet side (Diagram 4

-A), the PWS-5+ Cartridge (Diagram 3) into the middle             

(Diagram 4-B) and the PWS-1+ Cartridge (Diagram 3) on the outlet 

side (Diagram 4-C). 

4. Ensure that the black O’rings are properly seated in the grooves of the Housings. Petroleum Jelly 

(Vaseline or alternative) may be used to lubricate the O’rings if required, this will help to seal the      

system and prevent leaking. Make sure that you tighten the Housings hand tight (Diagram 3). A 

Housing Spanner may be required. 

5. Turn Ball Valve back on (Diagram 1). 

6. Check for leaks. 

Carbon fines present from the new Cartridges. it is important to flush out the first Tank full of water. To do 

this, simply let the Tank fill after you have changed the Cartridges (this may take up to 2 hours). When the 

Tank is full, open the Faucet and allow the water to empty from the Tank. When the flow out of the Faucet 

slows down to a trickle, the Tank is empty. Close the Faucet to the OFF position and allow the Tank to refill. 

If You’re Changing The Membrane 

1. Remove the Yellow Tube (Diagram 5) on the inlet side of the Membrane Housing (Diagram 4-C). 

2. Remove the End Cap of the Membrane Housing in an anticlockwise direction and then remove old 

Membrane from the Membrane Housing (you may need long nose pliers to do this). 

3. Clean and rinse out the Membrane Housing and the Cap (you may use a sterilizer solution to sterilize 

the Housing). 

4. Use Petroleum Jelly (Vaseline or alternative) on the 2 O’rings that are on the end of the Membrane 

(Diagram 6), this will help to prevent leaking. 

5. Insert the new Membrane (the end with the O’rings first) into the Membrane Housing, push it right in 

so it locks into the Membrane Housing (do not force). 

6. Replace the Cap in a clockwise direction and push the Yellow Tubing back into the John Guest fitting. 

7. Return to step 5 above. 

Note: the first 2 hours of water should be discarded to ensure adequate flushing of the Membrane. 
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 Push in Collet Ring squarely against face of the fitting with both forefingers. With the Collet held in 

this position, the Tube can be easily pulled out and removed. 
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