
Important Things To Remember. 

 Do not run hot water through the water filter as this may damage the Cartridge.. 

 Remember, your system can be used for everything not just drinking water, but tea, coffee, cooking, 

baking, your pets, watering your plants, etc. 

 Air bubbles may be present or the water may seem cloudy for a short period but this will cease with 

use. 

 

Twin Undersink 

1. Let filtered water free flow from the Faucet by lifting the black Lever. 

2. Shut off the Isolating Tap located under the sink by following the blue Tubing 

from the system to where it meets the mains plumbing (Figure 1). Once the 

Isolating Tap is shut off the water will stop running from the Faucet. 

3. Unscrew the Housings (Figure 2), take out the expired Cartridges and discard 

with regular household rubbish. Clean the inside of the Housing with a                 

sterilizing solution or vinegar. Rinse the Housing well afterwards. 

4. Ensure that the black O’rings are properly seated in the groove of the Housings (a small amount of 

silicon lubricant can be used on the O’rings). 

5. Place the filter Cartridges inside of the Housings (either end up), ensuring that the seals on both ends 

of the Hi-Tech Optimiser Cartridge are seated correctly. 

6. Screw the Housings back onto the Bases and tighten (Figure 2).  

7. Turn the Isolating Tap back on. 

8. Filters need to be flushed for a few minutes prior to being used to flush any carbon fines and air from 

the system. You may notice that the initial flow of water is discoloured or grey, this may be caused by 

air inside of the Housing, this will cease after a short period of use. 

9. Close the tap on the filter Faucet. 

10. Check to ensure that there are no leaks. 

Your system is now ready to use. 
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