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4  Such elegant toes.

1  The pine at the top is for the deckchair frame. 

3  A scrollsaw is ideal for 
dividing the body.

5  Keep the three pieces of the 
tail all about the same thickness.

6  If you are not quite sure what 
a glass of the amber fluid looks 
like then go to the fridge……. 
But you will have to stop work 
till tomorrow, alcohol and 
workshops don’t mix.

8  That dark piece on the left is the sling of the 
deckchair.

7  The arm holding the bottle is on the far side so 
should be thinner where it joins the body. But you 
will need to leave the hand 19mm (3/4 inch)  thick 
so it wraps around the bottle.

As a guide I have numbered all the pieces in the 
order that I sanded them. Follow the procedure 
that you should now be familiar with. Sand the 
first piece, mark it against the next piece and 
sand down to the line, not below. Etc. you get 
the idea. The following series of photos will 

guide you in the shapes to aim for.

2  You could slice up the pine for 
the deckchair frame on your table 
saw. The top half of the body has 
been cut out in one piece.

THE WOOD USED
KANGAROO - Red Cedar Toona Australis : EYE, MOUTH, CHAIR PLUGS - Rosewood 

Acacia rhodoxylon  : CHAIR SEAT AND BOTTLE - Brigalow Acacia harpophylla
GLASS - Bolly Gum Neolitsia dealbarta : FOAM - Quandong Eleocarpus grandis 

CHAIR FRAME - Hoop Pine Araucaria cunninghamii
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9  Rolled up 
sandpaper 
works fine for 
the tighter inside 
curves.  Don’t 
sand the join 
where the two 
parts of the ear 
meet.

10  It should end up 
something like this.

11  And from another angle. 

12  Note where I have cut across the arm to 
access the inside cut. This is because I was using 
a bandsaw. 

13  I wonder if you 
made that sling bigger 
and added a couple of 
lengths of string he could 
be lazing in a hammock? 

Must try it one day.

14  Using a fret saw to cut a 
lap joint where the two long 
sections cross.

15  I drilled 4mm (5/32 inch) 
diameter holes and glued in 
some dark dowels for joints. 
Same principle as Koala Dad 
eyes.

16 Very carefully using a 
minimum amount of glue 
attach the frame to the kanga. You 
don’t want glue squeezing out on your 
beautifully finished marsupial. It would 
spoil his beer.

17 Make sure that when you place the 
hanger the intarsia is not top heavy or 
it will pivot and fall off the wall. Two 
hangers, one at each end may be the 
solution. 

The last job is to make the frame of the deckchair. Conventional woodwork but on a miniature scale.

Clever 
Bloke
Being a clever 

person (oh all 

right, and good 

looking), you 

probably know 

most of this, but 

for those who are 

just starting...

BACKING PLY
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