
TROUBLESHOOTING

If something still going wrong
with your  lamp - please contact us at

support@otusworld.com
and we will help you.

If you have checked the above steps
and the light o� or �ickering, please do not
attempt to take apart or modify the lamp
in any way. Doing so could cause the risk
of serious injury or death from electric shock
or �re, and it will void your warranty.

If the light will not turn on or is �ickering 
check these steps:
1) Check that the adapter is plugged into the wall.
2) Check the DC connection socket.
3) Reassemble the lamp with the base. 
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Power: 10W
Input Voltage: AC100-240V
Output Voltage: DC12V
Lumen: 600 Max
CRI: ≥ 80



INSTALLATION

1 2

Insert the lamp into the base. 
Make sure it is in a good connection.

Tighten the screw with a screwdriver.

NOTE:

The power between the lamp and the base is connected by the "Three grades 
3.5mm headphone plug". Connect the lamp to the base before using it and �x it 
with the screw. 
If the lamp doesn’t work - please try to reassemble the lamp with the base.

ADJUSTABILITY

DESK CLAMP MOUNTING REQUIREMENTS
The thickness of a table should be no more than 1.8’’ (4.8 cm).

POWER ADAPTER:

Input voltage: AC 100-240V

Output voltage:
DC 12V  550mA

The adapter may not work
properly when the voltage
is less then 100V.

The adapter should be used
under input voltage
of 100-240V.
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