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Beata Heuman Ltd wallpaper is block printed and hand finished in Britain using traditional methods. Our 
wallpapers are treated with a matt varnish glaze, which means it is suitable for high traffic areas such as 

halls and stairways. It can be wiped but not washed. 

Block printing and hand finishing can result in a colour variation between rolls. Because of this variation 
between batches, we recommend that you add 1-2 rolls on to your order to allow for future repairs. 

Unfortunately we cannot accept returns of unused rolls. 

Technical Information: 

The base paper is 150g in weight, which is relatively heavy and durable. A water-based matt emulsion is 
then applied by hand, which gives the paper a chalky appearance.  Each colour in the print is then hand 
blocked in sequence to create the pattern.  No solvents are used in the production of Beata Heuman 

Ltd.’s wallpapers. 

Hanging Instructions: 

All our wallpapers are pre-cut which means there is no selvedge. We recommend that you use a 
decorator experienced in hanging high quality hand printed papers. Walls must be sound, dry, clean and 
free from grease or any other contaminant that might affect the adhesive or penetrate the wall covering. 

We also recommend lining the walls. 

Before hanging: 

Ensure your paper hanger cuts each adjacent length taking the pattern repeat into consideration.  
Florentine Flowers is made up of various motifs that appear to be identical, but differ slightly down the 

53cm repeat.  Cutting adjacent lengths with the following 
repeat in mind is strongly advised: 
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Before hanging cont: 

- Double check with your decorator to ensure that you have ordered
enough wallpaper for your project. 

- Check that rolls are undamaged.

- Inspect the wall covering for defects and shading.

- Check which way up the design is to be hung.

- Ensure the walls are correctly prepared. All old wallpaper, backing and lining paper must be
removed and any holes or cracks filled. Powdery, flaky and/or absorbent surfaces must be
scraped back and painted with a good quality primer sealer, following the manufacturer’s 

instructions, and allowed to dry thoroughly. 

- If lining paper is required, it should always be hung horizontally using a recommended adhesive
and allowed to dry completely. 

Hanging of wallpaper: 

- Apply paste evenly to the paper, paying particular attention that the edges are fully pasted. It is
best to apply vertically rather than horizontally to the paper. 

- Your decorator may have their own preferred brand of paste - if not, many types are suitable 
(we suggest either a pre-mixed Beeline Black or Solvite paste if you’d prefer to mix yourself.). With 

all pastes - it's important to keep any residue off the face of the paper and highly advisable to 
perform a soak test to see how much soaking time is needed. 10-15 mins is usually enough for the 
paper to fully relax and become supple to hang - but time is dependent on the level of moisture in 
the paste and the ambient temperature of where you are hanging it - if it's warm the paste will dry 

out faster.

- Do not over soak as the water content in paste can deteriorate the paper fibre under even the
slightest pressure. For this reason, do not paste more than one cut length at a time. To avoid

any shrinkage, we advise that the walls are lightly sized; this means the drying 
process is a little slower. 

- Match the pattern at eye level and use a spirit level and faint pencil line to ensure the
wallpaper is vertical. 

- Do not allow paste to contaminate the printed surface as the pattern may lift when
wiped whilst wet. 

- If paste does come into contact with the surface of the paper immediately remove it by gently
and carefully wiping with a clean, damp sponge with cold water only. Do not use soap or other

cleaners. 

- Whilst ensuring the wallpaper is firmly stuck down, avoid rolling the seams too soon as this will 
squeeze paste out of the seam area and may cause seam shrinkage. Overworking the seams can

burnish the matt appearance of the printed surface and should also be avoided. A felt 
steamroller, not a sponge, is recommended. 

- Joins should be tightly butted and never overlap.




