
 

 

 

 

 

Fitting 

Instructions 

 
TOWBAR 

For TOYOTA PREVIA 
(Late 2000 -) 

 

TY122A 

MATERIALS 
A 1 Mainframe with European facing 94/20/EC – A50-1 
D 1 Profile Side Arm 
E 1 Left Hand Angle Cleat 
F 1 Right Hand Angle Cleat 
G 5 M12 x 40 x 1.75mm Bolts, 3 Nuts, 5 Lock Washers and 3 Flat Washers (30mm O.D.) 
H 6 M12 x 35 x 1.25mm Bolt, Lock Washers and Flat Washers (30mm O.D.) 
L 1 Special Exhaust Hanger 
CB 2 M16 x 50 x 2.00mm Coupling Bolts, Nuts and Lock Washers 
Z        1         ZEP35 Electrical plate (not shown) 

FITTING 
1.  Remove and discard the towing eye (left hand side) and the lashing eye (right hand side).  Loosely secure Right 

Hand Angle Cleat (F) to captive nuts in chassis using Bolts (H) (fine thread) with flat washers and mark around 
edge where it touches the exhaust heat shield.  Remove this area to allow the Cleat (F) to seat properly on 
vehicle chassis.  Remove the right hand lower bumper clip and bend the bracket up towards bumper to provide 
access for Mainframe (A). 

2.  Loosely attach Profile Side Arm (D) to captive thread in chassis using bolt (H) (fine thread) with flat washer and 
to Cleat (F) using bolts (G) with flat washers.  Insert Mainframe (A) inside bumper and over exhaust tail pipe, 
loosely attach to Profile Side Arm (D) using Bolts (G) and to vehicle chassis using bolt (H) with flat washer.  
Loosely attach Left Hand Angle Cleat (E) to captive threads in chassis using bolts (H) (fine thread) with flat 
washers and to Mainframe (A) using bolts (G) with flat washer. 

3.  Finally tighten all bolts ensuring Mainframe (A) is position as high as possible to maintain exhaust clearance. 
Due to variations in the exhaust hanger brackets it may be necessary to remove 10mm from the end of 

the innermost hanger tube to avoid contact with the crossbar. If the exhaust tailpipe is close to the 
Mainframe (A) remove the innermost rubber hanger and replace with the Special Exhaust Hanger (L). 

Note: This towbar must be used with either a Witter Towball (part number Z1) or Class A50-1 or A50-X towball dimensionally  
Conforming to A50-1 with a ‘D’ and ‘S’ value greater than or equal to that of the towbar. 
Please refer to the vehicle specification for the trailer weight and nose limits, which must be observed. 
Recommended torque settings: M8 - 27Nm, M10 - 53 Nm, M12 - 95 Nm, M14 - 150 Nm, M16 - 214 Nm 
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END 


