
PERMAFYX L272
THIN LAY ASPHALT REPAIR - 

DECLARATION OF PERFORMANCE

CONTACT US TO FIND OUT MORE OR BOOK A 

DEMONSTRATION WITH OUR  TECHNICAL EXPERTS.

CALL FREE: 0808 118 1922 MEONUK.COM

PermaFyx L272 is an MMA based product for preventative thin-lay repairs on asphalt 

surfaces such as crazing, scarring and inlays where there has been line removal.  The 

Methyl Methacrylate formulation of the product gives it very good adhesion to the the 

substrate, allows for flexibility within the product, and cures fast for quick return to 

service.  PermaFyx L272 has exceptional durability and flexibility, as well as excellent 

resistance to weathering and de-icing salt.

• Preventative repair system

• Cost effective solution for scarring

• Thin-lay system

• Maintains slip resistance

• Fast cure

• Extends the life of the surface

• Reduced expenses on defect call outs

• No cutting or breaking out required

• Improved road safety

• Quick return to service

Black

FEATURES: BENEFITS:

12kg
kit
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Meon Limited: Railside, Northarbour Spur, Portsmouth, PO6 3TU

Registered in England & Wales No; 07384073 at the above address

Signed on behalf of Meon Limited by:

Russell Smallridge

Supply Chain Manager, Meon Limited

Effective Date: 31/03/2023

Meon Limited declares the product referred to in this Certificate conforms with the declared

performance above, when applied by a Meon trained and approved installer.

MEON PERFORMANCE ASSURED

Meon Performance Assured is a system Meon have created which ensures products under the MPA 
programme have undergone vigorous testing to give you the assurance of quality, with the stated 
performance values relevant when applied in accordance to the recommended application method 
and dosage rate.

APPLICATION CONDITIONS

Catalyst Addition 80g per 7kg resin

Application Limits (depth)
Resin Only 0.5mm

Bauxite Buff 2 - 5mm

Air Temperature Limits 5°C - 30°C

Surface Temperature Limits Dew Point < 3°C - 40°C

TECHNICAL

Density Approx. 1.52g/cm²

VOC Content Approx. 0%

Binder Methyl methacrylate

Charge Particle Size
Resin Only None

Coarse Grade - Bauxite Buff 0.2 - 1.5mm

SLIP RESISTANCE PERFORMANCE (To stated application conditions)

Coarse Grade 1 2 3 4 5 6 7 8 9 10 Average

Location 1 Wet 65 57 62 59 55 55 53 56 54 55 56

Location 2 Wet 45 47 50 49 56 50 54 60 60 55 54


