
GRINDLAZER DC87 G
6.5HP DRUM SCARIFIER

The Graco GrindLazer Standard DC87 G is a forward cutting drum scarifier which is ideal for basic surface preparation, repairs 

and line removal.  It excels in smaller traffic marking removal jobs, trip hazard removal and for surface preparation before 

applying new traffic markings.  The GrindLazer DC87 G can be linked up to a LazerVac system to reduce airborne silica dust.

• Dual depth control - minimises surface damage

• Tachometer and hour meter - track machine usage

• Comfort grip handles - user friendly

• Honda power with cyclone filter - reliable quality engine

• Use with LazerVac extraction system to reduce airborne silica dust

CONTACT US TO FIND OUT MORE OR BOOK A 

DEMONSTRATION WITH OUR  TECHNICAL EXPERTS.

CALL FREE: 0808 118 1922 MEONUK.COM

FEATURES AND BENEFITS
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ALL-STEEL FRAME

Heavy-duty design will hold up to the harsh jobsite environment.

DUAL DEPTH CONTROL

Multi-position lever for fast, macro-adjustments. Rotating knob for 

fine, micro-adjustments.

COMFORT GRIP HANDLES

Greatly reduces the vibration you feel through your hands for all-day 

comfort.

SEALED MAIN BEARING

Maintainence-free design for long life and ease of use.

HONDA POWER WITH CYCLONE FILTER

Contractor preferred - excellent power and proven reliabilty. Cyclone 

filter protects the engine from harmful airborne dust.

VACUUM PORT FOR DUST REMOVAL

Allows for linking up a LazerVac vacuum system for the reduction of 

airborne dust.  Compatible with:

- LazerVac 330 Electric

DUAL PURPOSE TACHOMETER AND HOUR METER

Track usage for maintenance - ensuring your equipment is in top 

shape. Displays engine RPM’s while running.

TECHNICAL:

CUTTERS:

SERVICE:

TRAINING:

KEY FEATURES:

Full training packages are available from Meon. This will ensure that 

proper usage of the machine is undertaken. Training is available on-

site or at Meon head office.

In order to ensure the Graco GrindLazer DC87 G is at maximum 

working capacity it is recommended that a service is booked at 

least once every 12 months. This may alter dependant on usage and 

materials used.

CUTTER TYPE

CODE:

Surface Preparation:

Dirt/Laitance Removal:

Paint Removal:

Tape Removal:

Thermoplastic Removal:

MMA Removal:

Wire Brush

601540

Carbide Miller

601549

Steel Beam

601554

Carbide Flail

601538

IMAGE:

NOISE LEVEL   
SOUND POWER (ISO 3744): 107 dBa
SOUND PRESSURE:  92 dBa (measured at 1 metre)

VIBRATION LEVEL (ISO 5349): 11.4m/sec2

APPROX REMOVAL RATE:  28m2/hour
WORKING WIDTH:  200mm
WEIGHT:   78kg
ENGINE SIZE:   6.5HP


