
ZIROCCO DRYER M50
GAS TURBINE SURFACE DRYER

The Zirocco M50 is the perfect dryer and cleaner for companies conducting line marking, tape removal and crack repair. 

This is an affordable, compact and effective unit with the turbine A50 which has a low noise level and enables 200mm width 

surface drying at speeds up to 2km/h. The average fuel consumption is only 12 litre per hour (more than 2 hours on a fuel 

tank) and has low operative costs. The Zirocco M50 offers many of the same advantages as our well-known Zirocco M100 

including our high-end Telematics system, and an extra inlet air filter. It is also compatible with the A100 turbine from the 

Zirocco M100, offering an easy upgrade of the turbine module for increased performance and wider drying width.

• Low operative costs

• Low noise level: 96 dB - ideal for use in built up areas

• High-end Telematics system

• Compatible with the A100 turbine from the Zirocco M100

• Compatible with Graco LineDriver

CONTACT US TO FIND OUT MORE OR BOOK A 

DEMONSTRATION WITH OUR  TECHNICAL EXPERTS.

CALL FREE: 0808 118 1922 MEONUK.COM

FEATURES & BENEFITS
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EFFECTIVE DRYING

Clean dry air, many times more effective than damp air from gas 

bottles

FAST & EFFICIENT

Drying and cleaning speed up to 2 km/hr depending on road/weather 

conditions and nozzle width.

VERSATILE

Works in forward or reverse direction.

LINEDRIVERS ARE AN OPTIONAL ACCESSORY

TELEMATICS CONTROLLER

The Danfoss Telematics Controller allows for Meon to remotely 

monitor the Zirocco in real time, resulting in essential preventative 

maintenance and shipment of parts before problems occur.Danfoss 

Telematics also feature machine tracking, geofencing and automatic 

report generation capabilities, saving time for the end user who would 

typically be responsible for manually documenting  a completed work 

route.

TECHNICAL:

TRAINING:

SAFETY:

SERVICE:

KEY FEATURES:

We highly recommend training before the use of this machine. Full

training packages are available and this will ensure that proper 

usage of the machine is undertaken. Training is available on-site or 

at Meon head office.

When using the Zirocco M50, ensure you are wearing ear and eye 

protective equipment. When refuelling the Zirocco M50, make sure 

that your environment and surroundings are ideally suited. 

The Zirocco M50 Dryer must have a service carried out at least every 

100 working hours or 1 year (whichever comes first), or damage to 

the turbine may occur. This machine comes with a 3 year service 

contract.

ZIROCCO M50

MOTOR:

OUTPUT AIR:

TEMPERATURE AT SURFACE:

TOTAL WEIGHT OF MACHINE:

DIMENSIONS: 

DRYING WIDTH:

SMOKELESS FUEL:

AIR FILTER:

FUEL FILTER:

600506

A50 turbine

50 cubic metres of airflow per minute

Approx. 350-550 °C

Approx. 100kg  

L: 1600mm, W: 500mm, H: 1100-1300mm

Approx. 200mm

JetPower X700

ATT 5000 - 50 panel filters

ATT Type filter 52-10


