
HARDMASTER W612
POST FIX CONCRETE

HardMaster W612 is a high performance post fix concrete which is specially designed and formulated for this purpose, 

making it ideal for securing fence posts, gates, road signs and other post applications. It is easy to mix by just adding water 

to the product and is a fast setting concrete, setting in approximately 5-10 minutes. HardMaster W612 also comes packaged 

in water resistant plastic bags which allow it to be stored outside if needed.

• Fast setting

• Quick and easy to mix - just add water

• Economic and convenient

• Packaged in water resistant plastic bags

Grey
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PREPARATION OF SUB-BASE:

Dig hole to recommended specifications. Always allow a minimum 

of 50mm around all sides of the post.

Hole Width

(Diameter)

150mm

200mm

Hole Width

(Diameter)

250mm

300mm

300mm 460mm 610mm

Hole depth for a 50mm round post

Hole depth for a 50mm round post

6.6kg

13.2kg

460mm

30kg

45kg

10kg

20kg

610mm

40kg

60kg

15kg

26.6kg

760mm

50kg

75kg

Health and safety advice, which must be followed, can be found on 

the Material Safety Data Sheet. Users are advised to wear face mask, 

goggles, gloves and overalls when handling, mixing and applying 

cementitious products. 

These products contain cement and have an alkaline reaction 

with moisture/water. Therefore protect hands and eyes. In case of 

contact with eyes consult a doctor. Familiarise yourself with the 

material safety data sheets before using this product.  If you need a 

copy please call our technical team on 023 9220 0606.

STORAGE CONDITIONS:  

Palletised HardMaster W612 Post Fix Concrete should be stored 

in cool dry areas clear off the ground sheeted or under cover and 

stacked not more than two pallets high. The product should be used 

on a first in – first out basis. Individual bags of HardMaster W612 

should be stored in sealed original packaging in a dry location at 

temperatures between 5°C and 25°C. Avoid exposure to water, 

frost or heat - high temperatures and high humidity will lead to a 

reduced shelf life.

SHELF LIFE: 

12 months when stored under cover, subject to temperature and 

humidity, in original unopened containers, in accordance with 

Storage Condition guidelines listed above. 

SIZES AVAILABLE:

20kg plastic bags

MIXING INSTRUCTIONS:

Mix contents of bag in a seperate bucket prior to the addition of 

water. Do not mix in water.

Fill hole to about one third to half full with water.  In sandy soils, use a 

slurry of HardMaster W612 and water to line the sides. Place the post 

in the hole. Pour in HardMaster W612 at a steady rate around the 

post while tamping to ensure thorough mixing.  Bring dry powder up 

to the surface of the water. Add a small amount of extra water if any 

dry powder remains. Tamp surface to eliminate air voids. Align post 

to desired position - no bracing is required, and wait for HardMaster 

W612 to set. Cold weather will affect the cure time, warm water can 

be used in cold conditions to speed up the cure.

Tools and equipment can easily be cleaned using water and should 

be carried out as soon as possible after application.

COMPRESSIVE STRENGTH AT 28 DAYS: 20N/mm2

CURE TIME:    5-10 minutes

The above figures are derived from laboratory testing at 20°C

ESTIMATING QUANTITIES:

The recommended depth depends on the height of the post, the 

load it will support and the soil conditions. As a guide a 75mm 

square post 1.5m high should be 460mm in heavy soil or 600mm in 

light soil or in an exposed position.
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AFTERCARE AND MAINTENANCE:

TECHNICAL:
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STORAGE AND PACKAGING:


