
SANICOTE W930
SPRAYABLE WATER BASED SANITISER

SaniCote W930 is a water based sanitising agent for reducing levels of bacteria to decrease the risk of infection. SaniCote 

W930 is fully sprayable through an airless spray machine, which greatly speeds up the process of sanitising surfaces, allowing 

increased efficiency for reactive and proactive work. It safe to spray onto delicate surfaces such as skin when using a 0.07 

thou tip. SaniCote W930 has very low odour due to the water based formulation, and dries in as little as 5 minutes, leaving 

a safe, sanitised surface.

• Reduces bacteria levels - decreased risk of infection

• Fully sprayable - fast and efficient application

• Water based formulation - low odour

• Safe to spray onto delicate surfaces - no damage

CONTACT US TO FIND OUT MORE OR BOOK A 

DEMONSTRATION WITH OUR  TECHNICAL EXPERTS.

CALL FREE: 0808 118 1922 MEONUK.COM

FEATURES AND BENEFITS
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PREPARATION:

APPLICATION:

TESTING:

DRYING:

TECHNICAL:

AFTERCARE AND MAINTENANCE:

MIXING:

STORAGE AND PACKAGING:

HEALTH AND SAFETY:
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STORAGE CONDITIONS:

Storage area should be dry, protected from direct sunlight and 

extremes of temperature - i.e. between 5°C and 20°C.

SIZES AVAILABLE:

Supplied in 25 litre tins.

Avoid inhalation of vapours and contact with skin and eyes. Wear 

suitable protective clothing, gloves and eye/face protection. 

Familiarise yourself with the material safety data sheets before 

using this product. If you need a copy please call our technical team 

on 023 9220 0606.

Surfaces must be free of any soils, dirt or debris before application. 

This can be used on all water washable surfaces such as steel and 

glass, whilst we would recommend a trial on any sensitive area.

We recommend the use of airless spray equipment with a 0.07 thou 

tip for fast and easy application. Apply a thin mist coat and allow to 

dry - do not over apply. If utilising existing machines used for other 

applications - please request our SOP cleaning procedure.

SaniCote W930 has been assessed for virucidal activity following 

test methods such as BS EN 14476 and BS EN 14675. Results show 

it is effective against a range of viruses such as the H1N1 influenza 

virus, Norovirus, Hepatitis B, Hepatitis C, HIV and the Ebola virus. The 

Coronavirus is not currently available for commercial laboratories 

to test against so we cannot give a definitive contact time and 

dilution rate. However, given the above test data we can reasonably 

expect SaniCote W930 to have efficacy against the virus. We would 

therefore recommend using the product for general disinfection in 

the infection prevention and control for the 2019-nCoV.

Drying Time:    5 minutes @ 15°C

COLOUR:    Purple

BASE:     Water

DENSITY:    1.015 g/cm3 @ 20°C

PH VALUE:    10 @ 20°C

BOILING POINT:    100°C

ORGANIC SOLVENTS:   1.5%

Use water to clean tools and equipment after application.

Shake thoroughly before use.

Thinning: This product is supplied ready to use and must not be thinned.


