
FEATURES AND BENEFITS:

CALL FREE: 0808 118 1922 MEONUK.COM

Magma Tarmac Rejuvenator is a water based emulsion with a high softening point, therefore avoiding ‘tackiness’ at elevated 

temperatures, and has been formulated for hand applications. Tarmac Rejuvenator delays the effects of ageing and oxidisation 

by penetrating any fine cracks, interstices and porosity in the surface course, sealing off the existing surface material from 

water and air, delaying the effects of ageing and oxidisation whilst preserving the texture depth of the surface to maintain high 

skid resistance.  Tarmac Rejuvenator can be used on many areas such as roads and motorways, car parks, airport runways, 

driveways and pre-patching prior to surface dressing and for sealing of reinstatement patches and trenches.

• Water based formulation - environmentally friendly and odour free

• Effectively seals off surface - preventing ageing and oxidisation 

• High softening point - less ‘tackiness’ at high temperatures

• Maintains surface texture depth - good slip resistance levels maintained
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Touch Dry:   20-40 minutes @ 20°C

Drying times will increase at low temperatures or in high humidity 

environments.

Use Meon UltraClean W990 to clean uncured Tarmac Rejuvenator 

from tools and equipment.

Avoid inhalation of vapours and contact with skin and eyes.  Wear 

suitable protective clothing, gloves and eye/face protection.  

Familiarise yourself with the material safety data sheets before 

using this product. If you need a copy please call our technical team 

on 023 9220 0606.

STORAGE CONDITIONS:  

Storage area should be dry, protected from direct sunlight and 

extremes of temperature - i.e. between 10 & 40⁰C.  If product is 

stored for more than 30 days, full and thorough mechanical mixing 

will be required before using.

SHELF LIFE: 

12 months when stored under cover, in original unopened containers, 

in accordance with Storage Condition guidelines listed above.

SIZES AVAILABLE:

Supplied in 25kg, 200kg, or 1000kg units.

COVERAGE:   2-4m² per kg

CURING:

AFTERCARE AND MAINTAINENCE:

HEALTH AND SAFETY:

STORAGE:

PREPARATION:

MIXING:

APPLICATION:

TECHNICAL:

The application surface should be sound and clean, free from 

grease, oil, rust, scale, dirt, or any other soiling that might affect 

adhesion or performance.  It is further recommended that test 

areas be coated to ensure good adhesion and/or compatibility 

with the substrate.

Tape out the application area and any ironwork within the area 

such as manhole covers and road gulleys.

Asphalt – It is recommended that asphalt and other similar surfaces 

be allowed to through harden for up to 6 months before applying. 

Test trials should be carried out in the first instance on a small area.

PRIMERS:

Asphalt and tarmacadam - no primer required

Mix thoroughly before use. 

Thinning: This product is supplied ready to use and does not need 

thinning.

Pour out the Tarmac Rejuvenator onto the surface and spread 

evenly using a foam roller.

Do not apply when the air or surface temperature is below 10°C; 

when there is rain, mist, fog, or snow imminent and when the 

surface is wet with condensation or likely to be during the drying 

period.


