
ANTIMICROBIAL TAPE
INSTALLATION GUIDE:D.I.Y

STORE YOUR FILM UNDER 
APPROPRIATE CONDITIONS

FEATURES: Range of clear cast PVC films, intended for the antimicrobial protection of surfaces in areas requiring a high 
level of hygiene. The film is suitable for the protection of smooth surfaces (smooth walls, doors, glass surfaces, etc.)

STEP 1

STEP 2

STEP 4

STEP 3

Measure your desired surface 
such as a handle, Bannister 
or Rail, etc

Clean Surface with 70-90% Rubbing Alcohol
Thoroughly clean to remove any dust particles and moisture

Cut your GuardXPro Tape of PureZone® to 
your corresponding measurement 
Feel free to leave an additional half-inch for grip

Face Measurement
Depth Measurement
Back Measurement
(If Applicable)

4 Easy Steps!

Keep the films away from any major source of heat 

(radiators and heaters, direct exposure to sunlight, etc.)

The shelf life of this film is 1 year when stored in its 

original packaging at a temperature ranging from 15 ˚C 

to 25 ˚C (59 ˚F to 77 ˚F), with relative humidity between 

30% and 70%

TAPE MEASURE SCISSORS ALCOHOL

WHAT YOU’LL NEED

SQUEEGEE BLOW DRYER

Apply tape to your pre-measured surface, 
starting with the surface face

Wet Method: (Recommended) 1. Stir in a drop of dish soap to 8oz of water 
in a spray bottle; mix well and spray your surface a few times. 2. Apply the 
adhesive antimicrobial tape as indicated above, wrapping around to the sides 
and back. 3. With your finger, apply pressure from center of surface, outward 
to push out moisture, even out surface and smooth out any wrinkles. 4. With 
a felt tip squeegee, apply even pressure and repeat prior step until film is 
properly adhered to your surface. 5. Cut off any excess. 6. Seal the wrap by 
applying heat for 30-45 seconds. 

Dry Method: Do steps 2-6. Please note, keep application pressure low to 
allow quick removal if incorrectly placed.


